
•	 Specification and technical information subject to change.
•	 Right of technical modification reserved, colours may vary slightly from illustrations.

©	2026 by BSH Home Appliances Limited. Reproduction, complete or in part, only with the express permission of BSH. 

BSH Home Appliances Limited
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Measurements in mm

Built-in Hood

60cm telescopic hood
LI67SA531B

Design • Push button controls with electronic display
• LED light

Features • Exhaust or re-circulate air operation
• Frictionless iQdrive motor
• 3 speed levels
• 1 intensive setting
• Intensive setting with automatic reset facility
• 10 minutes run-on program

Technical Information • Extraction capacity	 728m3/h (EN 61591)
• Total connected load	 144W (13A plug)
• Tube connection diameter	 120 or 150mm

Appliance Dimensions (H x W x D) 426 x 598 x 290mm

Supplied Accessories • 2 dishwasher-safe brushed steel filters
• Stainless steel handle strip with brand logo

 

Optional Accessories • Clean Air Standard recirculation kit (LZ12ITI14)
• Clean Air Standard odor filter (LZ12ITB14)
• Lowering frame (LZ46600)

Country of Origin Germany

Expert Services • Product consultation with unlimited product hotline inquiry
• Kitchen planning consultation with pre-installation site measurement
• Professional installation

Recommended Retail Price HK$10,900

^ This complies with safety standard, IEC 60335-2-31 clause 7.12.1

** min. 350 with lowering frame (LZ46600)


