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EX375FXB1E
Design « Ceramic glass with stainless steel side trims
* Enable you to design your own kitchen using various kinds of hobs
« touchSlider Plus
Features « 1 flexinduction cooking zone * Energy consumption display
« 2 conventional cooking zones available * Stopwatch
* 17 levels power setting * Kitchen timer
* powerMove Plus * Switch off timer
* powerBoost for all cooking zones * Safety time switch off
* Automatic pan recognition * Residual heat indicator for each zone
 quickStart ¢ Wipe protection lock
* reStart * Childproof lock
Technical Information » Cooking zone output and dimension: 3.3kW / 3.7kW (powerBoost), 400 x 210mm
* Maximium connected load: 3.7kW*
(220V ] 20A single phase connection) *Nominal connected load:3.6kW
Appliance Dimensions (H x W x D) 51* x 302 x 520mm *exclude glass thickness
Cut out Dimensions (W x D) 270 x 490-500mm
Min. Thickness of Worktop 16mm
Min. Ventilation Space « 20mm from back of the cabinet to the wall
 Ventilation space 250 x 45mm on back of the cabinet
* Gap between induction hob and underneath oven/drawer must be present
Optional Accessories « Connecting strip (HZ394301) * Stainless steel roaster with steaming rack
« Griddle Plate (HZ390522) (HZ390011, HZ390012)
* Teppan Yaki (HZ390512)
Country of Origin Spain
Expert Services  Product consultation with unlimited product hotline inquiry
« Kitchen planning consultation with pre-installation site measurement
« Professional installation
Recommended Retail Price HK$22,800
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Measurements in mm Please reserve buffer due to possible uneven cut-out rim.
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