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	LI15021HK, LI96022HK, DHI623GSG, DHI923GSG
	: Important safety information
	Danger of death!
	Danger of death!
	Risk of fire!
	Risk of injury!
	Risk of injury!
	Risk of injury!

	Risk of electric shock!
	Danger of suffocation!

	General information
	Exhaust air mode
	Note
	Exhaust duct
	Note
	Electrical connection
	: Risk of electric shock!
	Connecting the appliance

	Power cable without a plug


	Appliance dimensions (Fig. A)
	Safety clearances (Fig. B)
	Preparing the units
	Notes
	1. Place the template on the underside of the intermediate floor. Drill the holes. (fig. 1)
	2. Create a cut-out for the exhaust-air pipe:


	Fitting the appliance
	1. Screw the appliance to the fitted unit. (fig. 4)
	2. Pull out the filter drawer until it is flush with the front edge of the fitted unit. (fig. 5)
	3. Take out the metal grease filter. Slide the stop forward until it rests against the filter drawer. In this position, fasten the stop in place.
	Removing the appliance
	1. Disconnect the appliance from the power supply.
	2. Release the exhaust-air lines.
	3. Loosen the screw connections with the unit.
	4. Remove the appliance.


	Connecting the appliance (fig. 6)
	Notes
	Establishing the connection for the exhaust air
	Note
	1. Attach the exhaust air pipe directly to the air pipe connector.
	2. Connect it to the exhaust air opening.
	3. Seal the joints appropriately.

	Connecting the power supply
	1. Insert the mains plug into the socket.
	2. If a fixed connection is required, follow the instructions in the Electrical connection section.

	Connecting the air extractor
	Note
	1. Attach the exhaust air pipe directly to the air pipe connector.
	2. Connect it to the air extractor opening.
	3. Seal the joints appropriately.

	Connecting the power supply
	Caution!
	1. Switch off the socket.
	2. Connect the power supply – when doing so, follow the notes in the Electrical connection chapter.


	: 重要安全資訊
	致命危險!
	致命危險!
	火災風險!
	受傷風險!
	受傷風險!
	受傷風險!

	觸電風險!
	窒息危險!

	一般資訊
	排氣模式
	提示
	排氣管
	提示
	電源連接
	: 觸電風險!
	連接電器

	無插頭的電源線


	抽油煙機尺寸（ 圖 A ）
	安全距離（ 圖 B ）
	準備外框
	提示
	1. 將範本放在隔板外側並鑽孔。鑽孔。 (圖. 1)
	2. 裁切排氣管所需孔洞：


	安裝抽油煙機
	1. 將電器鎖入外框。 (圖. 4)
	2. 抽出濾網抽屜，與外框邊緣切齊。(圖 5)
	3. 取出金屬濾油網。將擋板向前移動直到抵住濾網抽屜。並將擋板 固定在這個位置。
	拆除抽油煙機
	1. 切斷電器的電源供應。
	2. 拆下排氣管線。
	3. 扭下在外框上的螺絲。
	4. 拆除抽油煙機.


	連接抽油煙機 (圖. 6）
	提示
	建立排氣連接
	提示
	1. 將排氣管直接接到排氣管接頭上。
	2. 連接至排氣口。
	3. 將接合處妥善封好。

	連接電源
	1. 將電源插頭插入插座。
	2. 如需固定式連接電源，請遵從電源連接 章節的說明。

	連接抽風機
	提示
	1. 將排氣管直接接到排氣管接頭上。
	2. 連接至抽風機接口。
	3. 將接合處妥善封好。

	連接電源
	注意!
	1. 關閉插座。
	2. 連接電源 – 請遵循電源連接 章節的備註。
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