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	DHI623GTH
	: Important safety information
	Danger of death!
	Danger of death!
	Risk of fire!

	Risk of injury!
	Risk of injury!
	Risk of injury!
	Risk of electric shock!
	Danger of suffocation!
	General information
	Exhaust air mode
	Note
	Exhaust duct
	Note
	Electrical connection
	: Risk of electric shock!


	Appliance dimensions and safety clearances
	Preparing the units
	Notes
	1. Place the template on the underside of the intermediate floor. Drill the holes. (fig. 1)
	2. Create a cut-out for the exhaust-air pipe:


	Fitting the appliance
	1. Screw the appliance to the fitted unit. (fig. 4)
	2. Pull out the filter drawer until it is flush with the front edge of the fitted unit. (fig. 5)
	3. Take out the metal grease filter. Slide the stop forward until it rests against the filter drawer. In this position, fasten the stop in place.
	Connecting the appliance (fig. 6)
	Notes
	Establishing the connection for the exhaust air
	Note
	1. Attach the exhaust air pipe directly to the air pipe connector.
	2. Connect it to the exhaust air opening.
	3. Seal the joints appropriately.

	Connecting the power supply
	1. Insert the mains plug into the socket.
	2. If a fixed connection is required, follow the instructions in the Electrical connection section.

	Removing the appliance
	1. Disconnect the appliance from the power supply.
	2. Release the exhaust-air lines.
	3. Loosen the screw connections with the unit.
	4. Remove the appliance.


	: ข้อมูลสำคัญด้านความปลอดภัย
	อันตรายถึงชีวิต!
	อันตรายถึงชีวิต!
	ระวังไฟไหม้!


	ระวังการบาดเจ็บ!
	ระวังการบาดเจ็บ!
	ระวังการบาดเจ็บ!
	ระวังไฟดูด!
	ระวังไฟดูด!
	ระวังอันตรายจากการขาดอากาศหายใจ!
	ข้อมูลทั่วไป
	โหมดระบายอากาศ
	คำชี้แจง
	ท่อไอเสีย
	คำชี้แจง
	การต่อระบบไฟฟ้า
	: ระวังไฟดูด!


	ขนาดของอุปกรณ์และข้อกำหนดด้านความปลอดภัย
	การเตรียมอุปกรณ์
	คำชี้แจง:
	1. วางแม่แบบด้านล่างของชั้นกลาง เจาะรู(รูปที่ 1)
	2. สร้างตัดออกสำหรับท่ออากาศ:


	การติดตั้ง อุปกรณ์
	1. สกรูเครื่องใช้ในการติดตั้งหน่วย (รูปที่ 4)
	2. ดึงลิ้นชักกรองจนกว่าจะล้างออกด้วยขอบด้านหน้าของหน่วยติดตั้ง (รูปที่ 5)
	3. ถอดตะแกรงเหล็กกรองไขมันออกจากตัวจับยึด หยุดเลื่อนไปข้างหน้าจนกว่าจะวางอยู่กับลิ้นชั...
	เครื่องใช้ในการเชื่อมต่อ (รูปที่. 6)
	คำชี้แจง:
	สร้างการเชื่อมต่อสำหรับอากาศไอเสีย
	คำชี้แจง
	1. ยึดท่อไอเสีย เข้ากับตัวเชื่อมต่อท่อ
	2. เชื่อมต่อไปยังไอเสียอากาศเปิด
	3. ซีลข้อต่ออย่างเหมาะสม

	การเชื่อมต่อแหล่งจ่ายไฟ
	1. ใส่ไฟเสียบเข้ากับซ็อกเก็ต
	2. หากมีการเชื่อมต่อการแก้ไขจะต้องทำตามคำแนะนำในส่วนของการเชื่อมต่อ ไฟฟ้า.

	การถอดอุปกรณ์
	1. ถอดอุปกรณ์ออกจากแหล่งจ่ายไฟ
	2. ปล่อยสายไอเสียเครื่อง
	3. คลายสกรูเชื่อมต่อกับหน่วย
	4. ถอดอุปกรณ์
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