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	DFT63CA21T, DFT63CA51T, DFT63CA61T, DFT63CA61B, DFT93CA61B, DFT93CA61T, DFT63CA61T, LI63TCA11T, LI63TCA21T, ATT6A321, ATT6A361, ATT6A371
	Ú Installation instructions
	: Important safety information
	Danger of death!
	Danger of death!
	Risk of fire!

	Risk of injury!
	Risk of injury!
	Risk of injury!
	Risk of electric shock!
	Danger of suffocation!

	General information
	Exhaust air mode
	Note
	Exhaust duct
	Note
	Electrical connection
	: Risk of electric shock!


	Appliance dimensions (Fig. A)
	Safety clearances (Fig. B)
	Preparing the units
	Notes
	1. Place the template on the underside of the intermediate floor. Drill the holes. (fig. 1)
	2. Create a cut-out for the exhaust-air pipe:


	Installing the appliance
	Connecting the appliance (Fig. 5)
	Notes
	Connecting the air extractor
	Note
	1. Attach the exhaust air pipe directly to the air pipe connector.
	2. Connect it to the air extractor opening.
	3. Seal the joints appropriately.

	Establishing the connection for the circulated air (Fig. 6)
	Notes
	1. Attach the exhaust air pipe directly to the air pipe connector.
	2. Establish the connection to the opening on the fitted unit.
	3. Screw the air guide grill to the fitted unit.
	4. Seal the joints appropriately.

	Removing the appliance
	1. Disconnect the appliance from the power supply.
	2. Release the exhaust-air lines.
	3. Loosen the screw connections with the unit.
	4. Remove the appliance.

	ø Instruksi pemasangan
	: Informasi penting tentang keselamatan
	Bahaya kematian!
	Bahaya kematian!
	Bahaya kebakaran!


	Bahaya cedera!
	Bahaya cedera!
	Bahaya cedera!
	Bahaya sengatan listrik!
	Bahaya kehabisan nafas!


	Informasi umum
	Mode pipa pembuangan udara
	Petunjuk
	Saluran pipa pembuangan
	Petunjuk
	Sambungan listrik
	: Bahaya sengatan listrik!


	Dimensi peralatan (Gbr. A)
	Jarak aman (Gbr. B)
	Mempersiapkan unit
	Petunjuk
	1. Letakkan templat di bagian bawah dari lantai tengah. Bor untuk melubangi. (gbr. 1)
	2. Buat lubang keluar untuk pipa pembuangan udara:


	Memasang alat
	Menyambungkan alat (Gambar 5)
	Petunjuk
	Menyambungkan alat pengekstrak udara
	Petunjuk
	1. Pasang pipa pembuangan udara langsung pada pipa penyambung udara.
	2. Sambungkan ke bukaan alat pengekstrak udara.
	3. Rekatkan sambungan dengan benar.

	Membuat sambungan untuk sirkulasi udara (Gambar 6)
	Petunjuk-Petunjuk
	1. Pasang pipa pembuangan udara langsung pada penyambung pipa udara.
	2. Buat sambungan ke lubang pada unit yang dipasang.
	3. Kencangkan grill pemandu udara pada unit yang dipasang.
	4. Rekatkan sambungan dengan benar.

	Melepaskan alat
	1. Putuskan sambungan peralatan ini dari pasokan listrik.
	2. Lepas saluran pembuangan udara.
	3. Kendurkan sambungan baut dari unit.
	4. Lepas alat.
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