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1 Drosiba

leverojiet talak sniegtos droSibas noradijumus.

1.1 Visparigi noradijumi
® Rdpigi izlasiet So instrukciju.

m Uzglab3gjiet instrukciju un produkta informaciju vélakai izmanto-
Sanai vai nakamajiem ipasniekiem.
= Nepievienojiet ierici, ja transportéSanas laika tai ir radusies boja-

jumi.

' Atkariba no iekartas aprikojuma
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1.2 Merkim atbilstiga lietoSana

lzmantojiet So iekartu tikai:

= trauku mazgasanai;

® slegtas majsaimniecibas telpas un lidzigos gadijumos, piemeé-
ram, veikalu, biroju un citu darbavietu darbinieku virtuveés, lauku
saimniecibas, pie klientiem viesnicas, motelos un citas tipiskas
dzivojamas telpas; viesu namos.

® ne augstak ka 4000 m virs jaras limena.

1.3 Lietotaju loka ierobezojums

Bérni, kas sasniegusi 8 gadu vecumu un vairak, un cilveki ar sa-
mazinatam fiziskajam, sensorajam un garigajam spéjam vai ar pie-
redzes vai zinaSanu trikumu iekartu var lietot tikai citu cilvéku uz-
raudziba vai pec tam, kad vini ir apmaciti to izmantot un ir sapra-
tusi iespéjamos riskus.

Bérni nedrikst rotalaties ar ierici.

Bérni nedrikst veikt tiriSanu un lietotaja parvaldibu bez uzraudzi-
bas.

Uzraugiet, lai bérni, kas ir jaunaki par 8 gadiem, neatrastos ierices
un piesléguma kabela tuvuma.

1.4 Drosa instalacija

/\ BRIDINAJUMS - Traumu risks!

Nepareizas instalacijas var izraisit savainojumus.

» Uzstadot un pieslédzot iekartu, ieverojiet lietoSanas instrukcijas
un montazas instrukcijas noradijumus.

/\ BRIDINAJUMS - Elektrotrieciena risks!

Nepareizi veikta instalacija ir bistama.

» Pieslédziet un lietojiet iekartu tikai saskana ar datu plaksnité no-
raditajiem parametriem.

» Vienmeér izmantojiet jaunas ierices komplektacija ieklauto tikla
savienojuma vadu.

» lekartu drikst pieslégt tikai atbilstosi noteikumiem instalétai kon-
taktligzdai ar zemé&jumu mainstravas elektrotikla.

» Majas elektroinstalacijas aizsargsistémai ir jabut instalétai atbil-
stoSi noteikumiem.
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» Nekad neaprikojiet iekartu ar aréju slegsSanas mehanismu,
piem., taimeri vai talvadibas pulti.

» Ja iekarta ir ieblvéta, elektrotikla piesléguma vada kontaktdak-
Sai ir jabut brivi pieejamai, vai, ja briva pieeja nav iespgjama, fik-
seti ierikota elektroinstalacija jaiebuve atvienotajierice saskana
ar elektroiekartu uzstadisanas noteikumiem.

» Uzstadot iekartu, ieverojiet, lai netiktu iespiests vai bojats elek-
trotikla piesléeguma vads.

lepludes S|Utenes pardaliSana vai Aquastop varsta iegremdesana

adent ir bistama.

» Nekad neiegremdgjiet plastmasas korpusu tdeni. Plastmasas
korpuss ieplldes S|utenes vieta ir aprikots ar elektrisko varstu.

» Nekad nepardaliet iepludes S|Uteni. lepltdes S|utene atrodas
elektribas piesleguma vadi.

/\ BRIDINAJUMS - Aizdeg$anas risks!

Ir bistami lietot pagarinatu elektrotikla piesleguma vadu un neap-

stiprinatus adapterus.

» Neizmantojiet pagarinataja vadus vai kontaktligzdu panelus.

» |zmantojiet tikai razotaja atlautus adapterus un elektrotikla pie-
sléeguma vadus.

» Ja elektrotikla piesleguma vads ir parak iss un nav pieejams ga-
raks elektrotikla piesleguma vads, sazinieties ar profesionalu
elektribas uznémumu, lai pielagotu majas instalaciju.

Saskare starp iekartu un instalacijas vadiem var izraisit instalacijas

vadu, pieméram, gazesvadu un elektribas vadu, bojajumu. Gaze

No saruséjusa gazesvada var uzliesmot. Bojats elektribas vads var

izraisit 1ssavienojumu.

» Parliecinieties, vai starp iekartu un instalacijas vadiem ir vismaz
5 cm attalums.

A\ BRIDINAJUMS — Traumu risks!

lekartas durvju atvérSanas un aizveérSanas laika kustas Sarniri, kas

var izraisit savainojumus.

» Ja zem iekartas iebuvétas vai integréjamas iekartas neatrodas
nisa un tadéjadi ir pieejama sanu siena, Sarniru zona sanos ir ja-
uzstada apSuvums. Parsegus var iegadaties specializétajos vei-
kalos vai musu tehniska servisa dienesta.
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/\ BRIDINAJUMS - Apgasanas risks!

Nepareiza instalacija var izraisit iekartas apgasanos.

» Zem iekartas iebuvétas vai integréjamas iekartas uzstadiet tikai
zem vienlaidu darba virsmas, kas ir nekustigi savienota ar bla-
kus esoSajiem skapisiem.

1.5 Drosa lietosana

A\ BRIDINAJUMS - Nopietna veselibas kaitéjuma risks!

Uz mazgasanas produktu un skaloSanas produktu iepakojuma

sniegto droSibas noradijumu un lietoSanas noradijumu neieveérosSa-

na var izraisit butisku kaitéjumu veselibai.

» leverojiet droSibas noradijumus un lietoSanas noradijumus uz
mazgasanas produktu un skaloSanas produktu iepakojumiem.

/\ BRIDINAJUMS - Spradzienbistamibas risks!

édeinétéjs iekartas mazgasanas korpusa var izraisit eksplozijas.

L oti sarmaini vai skabi tiriSanas lidzekli apvienojuma ar aluminija

detalam iekartas mazgasanas korpusa var izraisit eksploziju.

» Nekad nelietojiet |oti sarmainus vai skabus tiriSanas lidzek|us, it
ipasSi profesionalos vai rtpnieciskos, piem., masinu kopSanas [i-
dzekl|us, apvienojuma ar aluminija detalam (piem., tvaika nosU-
c€ja tauku filtrs vai aluminija katli).

/\ BRIDINAJUMS - Traumu risks!

Atveértas iekartas durvis var izraisit savainojumus.

» Atveriet iekartas durvis tikai trauku ielikSanai un iznemsanai, lai
izvairitos no negadijumiem, pieméram, paklupot.

» Nesédiet un nestaviet uz atvértam iekartas durvim.

Nazi un piederumi ar asiem galiem var izraisit savainojumus.

» Nazus un piederumus ar asiem galiem ielieciet galda piederu-
mu grozina, nazu paliktni vai galda piederumu atvilktné ar aso
galu uz leju.

/\ BRIDINAJUMS - Applaucésanas risks!

Atverot iekartas durvis programmas norises laika, karstais tdens
var izS|akstities no iekartas.

» Uzmanigi atveriet iekartas durvis programmas norises laika.
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/\ BRIDINAJUMS - Elektrotrieciena risks!

lekarta iekluvis mitrums var izraisit elektriskas stravas triecienu.

» |Izmantojiet ierici tikai slégtas telpas.

» Nepaklaujiet ierici lielam karstumam un mitrumam.

» lekartas tinsanai neizmantojiet tvaika tiritaju vai augstspiediena
tiritaju.

Bojata elektrotikla piesleguma vada izolacija ir bistama.

» Nekad nepielaujiet elektrotikla piesléguma vada saskari ar kar-
stam iekartas dalam vai siltuma avotiem.

» Nekad nepielaujiet elektrotikla savienojuma vada saskari ar
smailiem priekSmetiem vai asam malam.

» Nekad nesalokiet, nesaspiediet un neizmainiet elektrotikla savie-
nojuma vadu.

1.6 Bojata iekarta

/\ BRIDINAJUMS - Elektrotrieciena risks!

Bojata iekarta vai bojats elektrotikla piesleguma vads ir bistami.

» Nekad nelietojiet iekartu, ja ta ir bojata.

» Nekad nedarbiniet iekartu ar saplaisajusu vai salauztu virsmu.

» Nekad neizvelciet elektrotikla piesleguma vadu, lai atvienotu ie-
kartu no elektrotikla. Vienmer izvelciet elektrotikla piesleguma
vada kontaktdaksSu.

» Ja iekarta vai elektrotikla piesleguma vads ir bojats, uzreiz izvel-
ciet elektrotikla piesleguma vada kontaktdaksu vai izsledziet
droSinataju drosSinataju kasté un aizveriet tdens kranu.

» Sazinieties ar klientu atbalsta dienestu. - Lappuse 45

Neprofesionali veikts remonts ir bistams.

» lekartas remontu drikst veikt tikai attiecigi apmacits specialists.

» lekartas remontam drikst izmantot tikai originalas rezerves da-
las.

» Ja ir bojats Sis ierices elektrotikla piesleguma vads vai ierices
piesléguma vads, tas janomaina ar ipasu elektrotikla pieslegu-
ma vadu vai 1pasu ierices piesléguma vadu, kas ir pieejams pie
razotaja vai ta tehniska servisa dienesta.
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1.7 Bistamiba bérniem

/\ BRIDINAJUMS - Nosmaksanas risks!

Bérni var iepakojuma materialu uzvilkt uz galvas vai taja ietities un
nosmaki.

» Glabajiet iepakojuma materialu bérniem nepieejama vieta.
» Nelaujiet bérniem rotalaties ar iepakojuma materialu.
Bérni var ieelpot vai norit sikas detalas un tadejadi nosmaka.
» Glabgjiet sikas detalas bérniem nepieejama vieta.

» Nelaujiet bérniem rotalaties ar sikam detalam.

Bérni var ieslégties iekarta un nosmaki.

» Ja tada ir, izmantojiet bérnu drosSibas funkciju.

» Nekad nelaujiet bérniem rotalaties ar iekartu vai to vadit.

/\ BRIDINAJUMS - Veselibas kaitéjuma risks!

Bérni var tikt iesprostoti ierice, apdraudot vinu dzivibu.

» Nolietotam iekartam izvelciet elektrotikla piesleguma vada kon-
taktdakSu, péc tam pargrieziet elektrotikla piesléguma vadu un
sabojajiet iekartas durvju slédzeni, lai iekartas durvis vairs neva-
rétu aizvert.

A\ BRIDINAJUMS - Saspie$anas risks!

Ausgtu iebuvetu iekartu gadijuma bérni var gut saspiedumus starp
iekartas durvim un zem tam esoso skapisu durvim.

» Atverot un aizverot iekartas durvis, pievérsiet uzmanibu bérniem.

A\ BRIDINAJUMS - Kimisko apdegumu risks!

Skalotaji un tiritaji var izraisit mutes, rikles un acu kimiskos apde-

gumus.

» Sargajiet no bérniem skaloSanas un mazgasanas produktus.

» Raugieties, lai atvertas iekartas tuvuma nebUtu bérnu. Udens
mazgasanas korpusa nav dzeramais udens. Taja vél var but tir-
taju un skalotaju atliekas.

A\ BRIDINAJUMS - Traumu risks!

Berni var iespiest un savainot pirkstus tableSu ievietoSanas tver-
tnes spraugas.

» Raugieties, lai atvertas iekartas tuvuma nebutu bérnu.



2 lzvairisanas no bojaju-
miem

2.1 Drosa instalacija

UZMANIBU

Nepareiza iekartas instalacija var iz-

raisit bojajumus.

» Ja trauku mazgajama masina tiek
iebUveta zem vai virs citam maj-
saimniecibas iekartam, ir jaievero
attiecigo majsaimniecibas iekartu
montazas instrukcija sniegta infor-
macija par ieblvi kombinaciju ar
trauku mazgajamo masinu.

» Ja 3adas informacijas nav vai mon-
tazas instrukcija nav atbilstoSu no-
radijumu, versieties pie So maj-
saimniecibas iekartu razotaja, lai
parliecinatos, ka trauku mazgaja-
mo masinu var iebuveét virs vai zem
citam majsaimniecibas iekartam.

» Ja razotaja informacija nav pieeja-
ma, trauku mazgajamo masinu ne-
drikst iebavét virs vai zem Sim maj-
saimniecibas iekartam.

» Lai garantétu visu majsaimniecibas
iekartu droSu darbibu, ieverojiet
trauku mazgajamas masinas mon-
tazas instrukciju.

» Neuzstadiet trauku mazgajamo
masinu zem plits sildvirsmas.

» Neinstalgjiet trauku mazgajamo
masinu siltuma avotu, pieméram,
radiatoru, siltumakumulatoru, kras-
nu vai citu siltumieric¢u, tuvuma.

Saskare starp iekartu un tdensva-

diem var izraisit tdensvada koroziju

un ddensvads var k|ut nehermétisks.

» Parliecinieties, vai starp iekartu un
ddensvadu ir vismaz 5 cm atta-
lums. Tas neskar komplekta pievie-
notos dzerama udens piesléeguma
vadus un notekudenu piesléegumu.

IzvairiSanas no bojajumiem Iv

Izmainitas vai bojatas Udens §|Utenes
var izraisit mantiskos un ierices boja-
jumus.

» Nekad nesalokiet, nesaspiediet,
neizmainiet un nepargrieziet tdens
Slutenes.

» Izmantojiet tikai ierices komplekta-
cija ieklautas tdens §|utenes vai
originalas nomainas $|Utenes.

» Nekad neatsaciet lietotu udens $|0-
tenu izmantoSanu.

Parak zems vai parak augsts udens

spiediens var negativi ietekmét ieri-

ces darbibu.

» Parliecinieties, vai udens spiediens
udensapgades sistema ir vismaz
50 kPa (0,5 bar) un ne vairak ka
1000 kPa (10 bar).

» Ja udens spiediens parsniedz no-
radito maksimalo vértibu, starp
dzerama udens pievadu un ierices
S|utensistému jauzstada spiediena
ierobezotajvarsts.

2.2 Drosa lietoSana

UZMANIBU

IzplUstoSie Gdens tvaiki var bojat ie-

blvétas mebeles.

» Pec programmas beigam pirms ie-
kartas durvju atvérSanas |aujiet tai
nedaudz atdzist.

Trauku mazgajamo masinu special-

sals var bojat mazgasanas tvertni ar

koroziju.

» Lai parpludusu specialsali izskalo-
tu no mazgasanas tvertnes, spe-
cialsals tvertné uzpildiet specialsali
tieSi pirms programmas palaides.

Tirtajs var bojat mikstinasanas ierici.

» Uzpildiet mikstinasanas ierices
tvertni tikai ar trauku mazgajamo
masinu specialsali.

Nepieméroti tiriSanas lidzekli var bo-

jat iekartu.

» Neizmantojiet tvaika tiriSanas ierici.
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» Lai nesaskrapétu iekartas virsmu,
nelietojiet stk|us ar rupju virsmu
un abrazivus tiriSanas lidzek|us.

» Lai izvairitos no korozijas, trauku
mazgajamam masinam ar nertsé-
josa terauda priekSpusi nelietojiet
porainas salvetes vai vairakas rei-
zes rupigi izskalojiet to pirms pir-
mas lietoSanas.

3 Vides aizsardziba un
taupisSana

3.1 lepakojuma likvidacija

lepakojuma materiali ir nekaitigi videi

un izmantojami atkartoti.

» AtseviSkas sastavdalas likvidéjiet,
tas skirojot.

3.2 Elektroenergijas taupi$ana

Ja ievérosiet §os noradijumus, tiks
samazinats iekartas stravas un tdens
patérins.

Izmantojiet programmu Eco 50°.

v Programma Eco 50° taupa elek-
troenergiju un ir saudziga videi.
— "Prograrmmas’, Lappuse 15

Ja jamazga tikai neliels daudzums
trauku, izmantojiet puspiepildijuma
papdeunkcuu
v Programma pielagojas mazakam
piepildijumam un samazina patéri-
na raditajus.
— "Papildfunkcijas”, Lappuse 17

4 Uzstadisana un pie-
slegsana

Lai nodroSinatu pienacigu darbibu,
pareizi pieslédziet iekartu elektribai

' Atkariba no iekartas aprikojuma
10

un adenim. levérojiet prasitos kritéri-
jus un montazas instrukciju.

4.1 Piegades komplektacija

Péc visu detalu iznemsanas no iepa-
kojuma parbaudiet iespéjamos trans-
portéSanas bojajumus un piegades
pilnigumu.

Ja konstatéjat bojajumus, versieties
pie pardevéja, no kura iegadajaties
iekartu, vai tehniska servisa dienesta.
Piezime: Ripnica ir ripigi parbaudita
iekartas nevainojama darbiba. Saja
saistiba uz iekartas var bat palikusi
udens traipi. Udens traipi pazudis
pEC pirma mazgasanas cikla.
Piegades komplekta ietilpst:

= Trauku mazgajama masina
LietoSanas instrukcija

Montazas pamaciba

Informativie papildu dokumenti
Montazas materiali

Tvaiku aizsargs

Elektrotikla vads

Isa instrukcija

4.2 lekartas uzstadisana un
piesléegsana

Apaksa iebldvéjamu iekartu vai integ-

réjamu iekartu var iebuvet virtuves

bloka starp koka sienam un plastma-

sas sienam.

1. levérojiet droSibas noradijumus.
—[appuse 3

2. leveérojiet elektropiesléguma nora-
dijumus.

3. Parbaudiet piegades komplektu un
iekartas stavokli.

4. Vajadzigos iebuves izmérus skatiet
montazas instrukcija.

5. Ar reguléjamam kajinam uzstadiet
iekartu horizontali.
leverojiet, lai ta stavéetu stabili.



6. Instal€jiet notekldenu pieslégumu.
—[appuse 11

7. Instalgjiet dzerama Udens pieslégu-
mu. = Lappuse 11

8. Pieslédziet iekartu stravai.

4.3 Notekudenu pieslegums

Piesledziet iekartu notekudenu pieslée-
gumam, lai varétu notecét mazgasa-
nas cikla piesarnotais tdens.

Notekudenu piesléguma instale-

Sana

1. Vajadzigas darbibas skatiet pievie-
notaja montazas instrukcija.

2. Izmantojot pievienotas detalas, pie-
vienojiet notekudenu §|uteni sifona
notekas iscaurulei.

3. leverojiet, lai notekudenu §|utene
netiktu salocita, saspiesta vai savi-
ta.

4. levérojiet, vai nekads vacins note-
k& netraucé udens noteci.

4.4 Dzerama udens piesle-
gums

Pieslédziet iekartu dzerama tudens

pieslegumam.

Dzerama udens piesleguma insta-
leSana

Piezime: Ja nomainat iekartu, ir jaiz-
manto jauna ddens ieplides $|Utene.

UzstadiSana un pieslegSana v

1. Vajadzigas darbibas skatiet pievie-
notaja montazas instrukcija.

2. Izmantojot pievienotas detalas, pie-
sledziet iekartu dzerama udens
pieslégumam.
leverojiet tehniskos datus.

3. levérojiet, lai dzerama udens pie-
slégums netiktu salocits, saspiests
vai savits.

4.5 Elektropieslégums

lekartas elektropiesléguma izvei-
de

Piezimes

= |evérojiet droSibas noradijumus
—[appuse 4.

= |evérojiet, ka Gdens droSibas sisté-
ma darbojas tikai elektroapgades
gadijuma.

1. lekartas elektrotikla piesléguma va-
da kontaktdaksu.

2. lekartas elektrotikla piesleguma va-
da kontaktdaksu iespraudiet kon-
taktligzda iekartas tuvuma.
lekartas piesleguma dati ir noradti
datu plaksnité.

3. Parbaudiet kontaktdakSas nekusti-
gu pieslegumu.

11



lv lepaziSana

5 lepazisana

5.1 lekarta
Seit ir sniegts jlsu iekartas sastavdalu parskats.

~|

B8 B

=

= &

.

Datu plaksnite

Datu plaksnite ar E-numuru un FD-numuru
—[appuse 45.

Sie dati ir vajadzigi tehniska servisa dienes-
tam — Lappuse 45.

Tiritaja kamera

lepildiet tiritaja kamera firitaju.
— "Tiritgjs", Lappuse 25

o[

Apakséjais trauku grozs

Apakséjais trauku grozs — Lappuse 19




lepaziSana Iv

Specialsals tvertne

lepildiet specialsali specialsals tvertné.
— "Mikstinasanas ierice", Lappuse 21

Apakséja smidzinasanas
lapstina

&

Apakséja smidzinaSanas lapstina notira
traukus apak$eéja trauku groza.

Ja trauki netiek optimali nofiriti, notiriet smi-
dzinaSanas lapstinas.

— "SmidzinaSanas lapstipu tirisana®,
Lappuse 37

TableSu ievietoSanas tver-
tne

Mazgasanas cikla laika tabletes automatis-
ki no tiritaja kameras iekrit tableSu ievieto-
8anas tvertné, kur tas var optimali iz8Kist.

AugS$eéjais trauku grozs

AugsSéjais trauku grozs — Lappuse 18

Etazere'

Etazere — Lappuse 19

B BN &

AugS$éja skaloSanas lapsti-
na

Augséja skaloSanas lapstina notira traukus
augseja trauku groza.

Ja trauki netiek optimali notiriti, notiriet smi-
dzinaSanas lapstinas.

— "Smidzinasanas Iapstipu tirisana’,
Lappuse 37

Sietu sistéma

Sietu sistéema — Lappuse 36

RN | RN
sy | e}

Galda piederumu grozin$

Galda piederumu grozins
— "Galda piederumu grozins”,
Lappuse 20

Skalotaja tvertne

Skalotaja tvertné iepildiet skalotaju.
— "Skalolaja ierice", Lappuse 23

5.2 Vadibas elementi

Vadibas paneli iestata visas ierices funkcijas un skata informaciju par darba re-

Zimu.

' Atkariba no iekartas aprikojuma
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lv lepaziSana

Ar daziem taustiniem var veikt dazadas funkcijas.

O]

Tﬂ (314[5]16]7]18]9]
l
O

Start

OB

2 K A [

leslegSanas/izslegSanas taus-
tin§ O un atiestates tausting
Reset 4 sec.

lekartas ieslegSana — Lappuse 29
lekartas izslegSana — Lappuse 30
Programmas atcelSana — Lappuse 30

Programmu tausting

Programmas — Lappuse 15

Specialsals iepildes indikacija

MikstinaSanas ierice
— "Specialsals iepilde", Lappuse 22

Skalotaja iepildes indikacija

Skalotaja ierice
— "Skalotgja iepilde", Lappuse 23

WiFi indikacija

Home Connect — Lappuse 33

Udens ieplides indikacija

Udens iepltdes indikacija

Laika priekSizvéle

Laika priekSizvéles iestatiSana
— [appuse 29

Remote Start 0

— "Remote Startt", Lappuse 33

g GREER AN B

Tausting Setup 3 sec.

Spiezot Setup3sec. apm. 3 sekundes, at-
veras pamatiestatijumi.

— "Pamatiestatijumu maipa’,

Lappuse 32

B
o

Palaides tausting Start

Programmas palaide
— "Programmas palaide”, Lappuse 30

—
—

Programmu taustini un pa-
pildfunkcijas

Programmas

— "Programmas”, Lappuse 15
Papildfunkcijas

— "Papildfunkcijas”, Lappuse 17




Programmas Iv

Durvju rokturis

Atveriet iekartas durvis.

Displeja ir redzama informéacija par atli-
kuSo darbibas laiku vai pamatiestatiju-
miem. Ar displeju un iestatiSanas tausti-

Displejs niem var mainit pamatiestatijumus.
— "Pamatiestatijumu maina",
Lappuse 32

Programmas Programmas

Simboli displeja ' Simbols Apraksts

Atkariba no iekartas aprikojuma tvertné iepildiet specialo

displeja ir redzami sadi simboli. Seit sali.

ir sniegti paskaidrojumi. — "Specialsals iepilde”,

Simbols Apraksts _ Lappu_se 2? '

B}‘ Ja displeja mirdz masinas 2 Ja iekarta Ir s_aw_e_nota_ ar
uzkop$anas simbols, vei- bezvadu WiFi majas tiklu,
ciet masinas uzkop$anu. displeja mirdz simbols.
— "Masinas kO,OsV‘aI‘IaEf", — "Home Connect y
Lappuse 35 Lappuse 33
Ja displeja mirdz skalota- =) Ja ir aktivizéta taustinu
ja iepildes indikacila, iepil- plosesana, simbols mirdz
diet skalotaju. ispleja. .
- "Skalotzja iepilde" — "Taustinu blokésanas
Lappuse 23 ’ aktivizésana"

= , p— —— Lappuse 30

S Ja displeja mirdz speciala

sals iepildes indikacija,
tieSi pirms programmas
palaides speciala sals

Ja radies traucéjums
udens pieplGdé vai udens
notecg, simbols mirdz vai
mirgo displeja.

— "Traucéjumu novérsa-
na", Lappuse 38

6 Programmas

Seit ir sniegts parskats par iestatimajam programmam. Atkariba no iekartas
konfiguracijas ir pieejamas dazadas programmas, ko atradisit iekartas vadibas

displeja.

Atkariba no izvéletas programmas darbibas laiks var mainities. Darbibas laiks ir
atkarigs no tdens temperatiras, trauku daudzuma, netiribas pakapes un izvélé-
tas papildfunkcijas — Lappuse 17. Ja ir izslégta skalotaja ierice vai trukst ska-
lotaja, darbibas laiks pagarinas un enerdijas patérin$ palielinas.

' Atkariba no iekartas aprikojuma
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Ilv Programmas

Patérina raditajus skatiet isaja instrukcija. Patérina raditaji attiecas uz normaliem
apstakliem un tdens cietibu 13 - 16 °dH. Dazadi ietekméjoSie faktori, piem.,
udens temperatdra vai caurulvada spiediens, var izraisit novirzes.

Programma Lietojums

Programmas gaita

=

Intensiva 70°

Trauki:

galda piederumi
Netiribas pakape:

= Stipri pielipusas, piedegusas,
piekaltusas, cieti un olbaltum-

= Katli, pannas, izturigi trauki un =

Intensiva:
NoskaloSana
Mazgasana 70 °C
StarpskaloSana
Skalosana 69 °C
Zavésana

vielas saturoSas édienu atliekas

Auto Trauki: Optimizéta ar senso-
Automatiska = Jaukti trauki un galda piederumi riem:
45°-65° Netiribas pakape: = Tiek optimizéta ar
= Viegli piekaltuSas parastu maj- sensoriem atkariba
saimniecibas &dienu atliekas no skaloSanas
udens piesarnojuma.
Eco Trauki: Ekonomiskaka prog-
Eco 50° = Jaukti trauki un galda piederumi ramma:
Netiribas pakape: = NoskaloSana
= Viegli piekaltuSas parastu maj- = Mazgasana 50 °C
saimniecibas édienu atliekas = StarpskaloSana
= Skalosana 61 °C
= ZaveSana
) Trauki: Optimizéts laiks:

Express 65° - 1h
Netiribas pakape:

= Viegli piekaltuSas parastu maj-

= Jaukti trauki un galda piederumi

= MazgaSana 65 °C
= StarpskaloSana
= SkaloSana 69 °C

saimniecibas édienu atliekas » 73vésana
@ Lietojiet tikai, kad iekarta ir iztuk-  MaSinas kopSana
Maginas kopsana Sota. 70 °C

* -

Favourite

— "Favourite ¥¢", Lappuse 17

Piezime: Salidzinosi ilgaks darbibas

laiks Eco 50° programma rodas ilga-
ka atmiekSkéSanas un zavésanas lai-
ka dél. Tas |auj optimiz&ét patérina ra-
ditajus.

16

6.1 Noradijumi parbaudes ie-
stadem
Parbaudes iestades sanem noradiju-
mus par salidzino$am parbaudém,
pieméram, saskana ar EN60436.
Sajos gadijumos runa ir par testu
veik§anas nosacijumiem, nevis par
rezultatiem vai patérina raditajiem.
Sitiet pieprasijumu pa e-pastu:



dishwasher@test-appliances.com
Janorada izstradajuma numurs (E-
Nr.) un izgatavoSanas numurs (FD),
kuri atrodami datu plaksnité uz iekar-
tas durvim.

6.2 Favourite 7%

Programmas un papildfunkcijas kom-
binaciju var saglabat taustina .
Saglabajiet programmu, izmantojot
Home Connect lietotni.

Rupnica Saja taustina ir saglabata no-
skaloSanas programma. NoskaloSa-
na ir piemerota visu veidu traukiem.
Noskalojot ar aukstu tdeni, notiek
trauku starpmazgasana.

Papildfunkcijas Iv

Lejupieladétu programmu gadijuma

un piegades stavokli programmas

nosaukums ir redzams lietotné.

Displeja parmainus ir redzams "APP"

un atlikuSais darbibas laiks.

Padomi

= |zmantojot Home Connect lietotni,
var lejupieladét papildu program-
mas un saglabat taustina ¥."

= |ai atiestatitu programmu uz ripni-
ca iestatito noskaloSanas program-
mu, izmantojiet Home Connect
lietotni ' lietotni vai atiestatiet iekar-
tu uz rdpnicas iestatijumiem.

7 Papildfunkcijas

Seit ir sniegts parskats par iestatamam papildfunkcijam. Atkariba no iekartas
konfiguracijas ir pieejamas dazadas papildfunkcijas, ko atradisit iekartas vadi-
bas displeja. Atkariba no programmas varat izvéléties noteiktas papildfunkcijas.

Simbols  Papildfunkcija LietoSana
G Papildu zavéSana = Labakam Zavésanas rezultatam skalo$anas
temperatlra tiek paaugstinata un zavésanas
faze tiek paildzinata.
= |pasi piemérota plastmasas detalu ZaveSa-
nai.
» Energijas patéring un darbibas laiks nedaudz
palielinas.
Y Ar Y2 no trauku ie- = leslédziet, ja ir maz trauku.
pildes = |evietojiet tirtaja kamera mazak firitaja, neka

ieteicams tad, kad masina ir pilna.
» Darbibas laiks samazinas.
= Udens patéring un energijas patérin$ samazi-

nas.

' Atkariba no iekartas aprikojuma
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Iv  Aprikojums

Simbols  Papildfunkcija LietoSana

Sheed.+ SpeedPerfect+ = Atkariba no mazgasanas programmas darbi-
bas laiks tiek saisinats par 15 % lidz 75 % '.
= Papildfunkciju var aktivizét pirms program-
mas palaides un jebkura bridi programmas
norises laika.
= Udens patéring un energijas patérins palieli-
nas.

1. Izvelciet augSéjo trauku grozu .
2. Iznemiet trauku grozu.

8 Aprikojums

Seit ir sniegts jlsu iekartas iespéja-
ma aprikojuma un ta lietoSanas par-
skats.

Aprikojums ir atkarigs no iekartas va-
rianta.

8.1 Augseéjais trauku grozs

levietojiet tases, glazes un mazus
traukus augs$éja trauku groza.

3. AugS$eéjo trauku grozu iekabiniet uz
augseéjiem rulliSiem (3. pakape) vai
apakséjiem rulliSiem (1. pakape).

Nazu plaukts [@"

Lai iegdtu vietu lielakiem traukiem,
var regulét augséja trauku groza

augstumu. L . e
Parliecinieties, vai augsSéjais trauku

Augseéja trauku groza ar rulliSu grozs abas pusés atrodas vienada

pariem iestati$ana augstuma.

Lai trauku grozos nomazgatu lielus 4. lebidiet trauku grozu.

traukus, iestatiet augséja trauku gro-
za iebidiSanas augstumu.

' Atkariba no iekartas aprikojuma
18



8.2 Nazu plaukts

lzmantojiet novietni naziem un gariem
galda piederumiem.

|

8.3 Etazere

Etazeri un vietu zem tas izmantojiet
mazam tasém un glazem vai liela-
kiem galda piederumiem, piem., zu-
pas kausiem vai édienu pasnieg-
Sanas piederumiem.

Aprikojums  Iv

Ja etazere nav nepiecieSama, to var
pacelt uz augSu.

8.4 Apaksejais trauku grozs

levietojiet katlus un Skivjus apakséja
trauku groza.

==

=

Galda piederumu grozins [al’

Lielus SKivjus lldz 31 cm diametram
var ievietot, ka paradits attéla, apaks-
€ja trauku groza.

' Atkariba no iekartas aprikojuma
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Iv  Aprikojums

8.5 Atvazamie balster)i 1. Spiediet sviru uz priekS8u @ un no-
lzmantojiet atvazamos balstenus trau- lieciet atvazamos balstenus @.
ku droSai sakartoSanai, pieméram,

Skivjiem.

2. Lai atkal lietotu atvazamos balste-
nus, paceliet tos.
v Atvazamie balsteni dzirdami nofik-

Lai labak ievietotu katlus, blodas un séjas.
glazes, atvazamos balstenus var \ .y
salocit. | 8.6 Galda piederumu grozins

Galda piederumu grozina vienmer ie-
vietojiet galda piederumus neskirojot
un ar smailajiem galiem uz leju.

Atvazamo balstenu noliek$ana’

Ja atvazamie balsteni nav vajadzigi,
nolieciet tos.

8.7 Trauku groza augstumi
lestatiet trauku grozus piemérota augstuma.
lekartas augstums 81,5 cm ar galda piederumu grozinu

Limenis Augsejais grozs  Apakseéjais grozs

1 maks. @ 22 cm 30 cm/31 cm — Lappuse 19
2 maks. @ 24,5 cm 27,5cm

3 maks. @ 27 cm 25¢cm

' Atkariba no iekartas aprikojuma
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9 Pirms pirmas
lietoSanas reizes

9.1 Pirma lietosanas reize
Pirmaja lietoSanas reiz€ vai péc rip-
nicas iestatijjumu atiestates ir javeic
iestatijumi.

Padoms: Savienojiet iekartu ar mobi-
lo ierici. lzmantojot Home Connect
lietotni, varat érti veikt visus iestatiju-
mus.

— "Home Connect ”, Lappuse 33

Prasiba: lekarta ir uzstadita un pie-
slégta. — Lappuse 10
1. lepildiet specialsali.
—lappuse 22
2. lepildiet skalotaju. — Lappuse 23
3. leslédziet iekartu. — Lappuse 29
4. lestatiet mikstinaSanas ierici.
—lappuse 22
5. lestatiet pievienota skalotaja dau-
dzumu. — Lappuse 24

Pirms pirmas lietoSanas reizes Iv

o

lepildiet tiritaju — Lappuse 25.

7. Palaidiet programmu ar augstako
mazgasanas temperatlru bez trau-
kiem. = Lappuse 30

lespéjamo udens traipu un citu at-
lieku de| pirms pirmas lietoSanas
reizes iesakam darbinat iekartu
bez traukiem.

Padoms: So iestatijumu un citus pa-

matiestatijumus — Lappuse 31 jeb-
kura laika atkal var mainit.

10 Mikstinasanas ierice

Ciets, kalkains Udens atstaj kalka at-
liekas uz traukiem un mazgasanas
tvertnes un var nosprostot iekartas
dalas.

Lai iegutu labus mazgasanas rezulta-
tus, Gdeni var mikstinat ar mikstinasa-
nas ierici un specialsali. Lai izvairitos
no iekartas bojajumiem, tdens ar
udens cietibu virs 7 °dH ir jamikstina.

10.1 Udens cietibas iestatijumu parskats

Seit ir sniegts parskats par udens cietibas iestatamam vértibam.
Udens cietibu var noskaidrot vietéja tdensapgades uznémuma vai ar udens

cietibas testeri.

Udens cietiba Cietibas diapa- mmol/l lestatita vertiba
°dH zons

0-6 miksts 0-1,1 HOO

7-8 miksts 1,2-1,4 HO1

9-10 vidéja 1,5-1,8 HO2

11-12 vidgja 1,9-2,1 HO3

13-16 vidgja 22-29 HO4

17 - 21 ciets 3,0-3,7 HO5

22 -30 ciets 3,8-54 HO6

31-50 ciets 55-8,9 HO7

Piezime: lestatiet savu iekartu atbil-
stoSi noteiktajai tdens cietibai.

— "Mikstinasanas ierices iestatisana”,
Lappuse 22

Ja tdens cietiba ir 0 - 6 °dH, varat at-
teikties no trauku mazgajamo masinu

21



Ilv MikstinaSanas ierice

specialsals un izslégt mikstinaSanas
ierici.

— "Mikstinasanas ierices izslégsana’,
Lappuse 22

10.2 Mikstinasanas ierices ie-
statiSana

lestatiet savu iekartu atbilstoSi ddens

cietibai.

1. Nosakiet Gdens cietibu un pieme-
roto iestatijuma vertibu.
— "Udens cietibas iestatijumu par-
skats", Lappuse 21

2. Nospiediet O.

3. Lai atvértu pamatiestatijumus, 3 se-
kundes spiediet Setup 3sec.,

v Displeja redzams Hxx.

v Displeja redzams B

4, Spiediet Start tik biezi, lidz ir iestati-
ta piemérota tdens cietiba.
Rlpnica ir iestatita vertiba HO4.

5. Lai saglabatu iestatijumus, 3 se-
kundes spiediet Setup 3sec.,

v MikstinaSanas ierice ir iestatita.

10.3 Specialsals

Ar specialsali tdeni var mikstinat.

Specialsals iepilde

Ja deg 1pasas sals iepildes indika-

tors, tieSi pirms programmas palai-

des Tpasas sals tvertné iepildiet ipaso

sali. Specialsals paterins ir atkarigs

no Udens cietibas. Jo lielaka tGdens

cietiba, jo lielaks ir specialsals paté-

rins.

UZMANIBU

Tirtajs var bojat mikstinasanas ierici.

» Uzpildiet mikstinaSanas ierices
tvertni tikai ar trauku mazgajamo
masinu specialsali.

22

Trauku mazgajamo masinu special-
sals var bojat mazgasanas tvertni ar
koroziju.

» Lai parpludusu specialsali izskalo-
tu no mazgasanas tvertnes, spe-
cialsals tvertné uzpildiet specialsali
tieSi pirms programmas palaides.

1. AtskrUvéjiet un nonemiet special-
sals tvertnes vacinu.

2. Pirmaja lietoSanas reizé: uzpildiet
pilnu tvertni ar adeni.

3. Piezime: Izmantojiet tikai trauku
mazgajamo masinu specialsali.
Nelietojiet sals tabletes.
Nelietojiet varamo sali.
lepildiet specialsali tvertné.

Uzpildiet pilnu tvertni ar specialsali.
Udens tvertné tiek izspiests un no-
plast.

4. Uzlieciet vacinu uz tvertnes un aiz-
skravejiet.

10.4 Mikstinasanas ierices iz-
slegsana

Ja specialsals iepildes indikatros

trauce, piem., ja lietojat kombinéto ti-

rtaju ar sals aizvietotajiem, special-

sals iepildes indikatoru var izslégt.

Piezime

Lai izvairitos no iekartas bojajumiem,

izsleédziet mikstinaSanas ierici tikai $a-

dos gadijumos:

= Udens cietiba ir maksimali 21 °dH
un jus lietojat kombinéto tiritaju ar
sals aizvietotajiem. Saskana ar ra-



zotaja noradijumiem kombinétos ti-
rtajus ar sals aizvietotajiem, nepie-
vienojot specialsali, vairuma gadi-
jumu var lietot tikai lldz Gdens cieti-
bai 21 °dH.

= Udens cietiba ir 0 - 6 °dH. Jus va-

rat nelietot specialsali.

. Nospiediet O.

2. Lai atvértu pamatiestatijumus, 3 se-
kundes spiediet Setup 3sec.,

v Displeja redzams Hxx.

Displeja redzams E&.

3. Spiediet Start tik biezi, [idz displeja
redzams HOO.

4. Lai saglabatu iestatijumus, 3 se-
kundes spiediet Setup 3sec.,

v MikstinaSanas ierice ir izslégta un
sals iepildes indikacija ir deaktivi-
zéta.

Piezime: Parejot no kombinétajiem

mazgasanas lidzekliem ar sals aizsta-

jejiem uz atseviSkiem mazgasanas Ii-

dzekliem, parliecinieties, ka mikstina-

Sanas ierice ir iestatita atpakal uz at-

bilstoSu Gdens cietibas [imeni.

— "Mikstinasanas ierices iestatisana’,

Lappuse 22

-

<

10.5 Mikstinasanas ierices re-
generacija
Lai saglabatu mikstinaSanas ierices
netraucetu darbibu, iekarta regulari
veic mikstinasanas ierices regenera-
ciju.
Mikstinaganas ierices regeneracija
visas programmas notiek pirms gal-
vena mazgasanas cikla beigam. Pa-
lielinas darbibas laiks un patérina ra-
ditaji, pieméram, ddenim un stravai.
Patérina raditaju mikstinasanas
ierices regeneracijas laika par-
skats
Seit ir sniegts parskats par maksima-
lo papildu darbibas laiku un patérina

Skalotaja ierice v

raditdjiem mikstinasanas ierices rege-
neracijas laika.

Mikstinasanas ierices rege- 6
neracija péc x mazgasanas
cikliem

Papildu darbibas laiks mi- 7
nutes

Udens papildu patéring lit- 5
ros

Stravas papildu patéring 0,05
kWh

Noraditie patérina raditaji ir laboratori-
ja ieglti merijumi atbilstoSi paslaik
spéka esoSajam standartam un ir ap-
rékinati, nemot véra programmu

Eco 50°, k& ari rlpnica iestatito
ddens cietibu 13 - 16 °dH.

11 Skalotaja ierice

11.1 Skalotajs

Lai sasniegtu optimalus ZavéSanas
rezultatus, lietojiet skalotaju.
Izmantojiet tikai sadzives trauku maz-
gajamai masinai paredzetu skalotaju.

Skalotaja iepilde
Ja mirdz skalotaja iepildes indikacija,
iepildiet skalotaju. Izmantojiet tikai sa-

dzives trauku mazgajamai masinai
paredzetu skalotaju.

1. Nospiediet skalotaja tvertnes vaci-
na meliti @ un paceliet @.
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Iv Skalotija ierice

2. lepildiet skalotaju lidz max atzimei.

3. Ja skalotajs ir partecéjis, notiriet to
no mazgasanas tvertnes.
Partecéjis skalotajs var izraisit par-
merigu putoSanu mazgasanas cik-
1a.

4. Aizveriet skalotgja tvertnes vacinu.

v Vacin§ dzirdami nofikségjas.

11.2 Pievienota skalotaja dau-
dzuma iestatiSana

Ja uz traukiem palikuSas svédras vai
udens traipi, mainiet pievienota skalo-
taja daudzumu.

1. Nospiediet O.

2. Lai atvértu pamatiestatijumus, 3 se
kundes spiediet Setup 3sec.,

v Displeja redzams Hxx.

Displeja redzams B

3. Spiediet Setup3sec. tik bieZi, lidz
displeja ir redzama rlpnica iestatr-
ta vértiba r05.

4. Spiediet Start tik biezi, lldz ir iesta-
tits piemérots pievienota skalotaja
daudzums.

- Zemaka pakape mazgasanas
ciklam pievieno mazak skalota-
ja, samazinot svédras uz trau-
kiem.

- Augstaka pakape mazgasanas
ciklam pievieno vairak skalotgja,

<
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samazinot tGdens traipus un uz-
labojot ZavéSanas rezultatu.
5. Lai saglabatu iestatijumus, 3 se-
kundes spiediet Setup 3sec.,
v Pievienota skalotaja daudzums ir
iestatits.

11.3 Skalotaja ierices izslegsa-
na

Ja skalotaja iepildes indikacija trau-
CE, piem., ja lietojat kombinéto firitaju
ar skalotaja komponentiem, skalotaja
ierici var izslégt.

Padoms: Kombinéto firitaju sastava
ietverta skalotaja iedarbiba parasti ir
ierobezota. Ja izmantosiet skalotaju,
lielakoties iegusiet labakus rezultatus.

1. Nospiediet O.

2. Lai atvértu pamatiestatijumus, 3 se-
kundes spiediet Setup 3sec.,

v Displeja redzams Hxx.

Displeja redzams B

3. Spiediet Setup 3sec. tik biezi, lidz
displeja ir redzama rupnica iestati-
ta vértiba r05.

4. Spiediet Start tik biezi, lldz displeja
redzams r00.

5. Lai saglabatu iestatijumus, 3 se-
kundes spiediet Setup 3sec.,

v Skalotaja ierice ir izslégta un ska-
lotaja iepildes indikacija ir deaktivi-
Z€éta.

Piezime: Parejot no kombinétiem

mazgasanas lidzekliem ar skalotaja

sastavdalam uz atseviSkiem mazga-

Sanas lidzekliem, parliecinieties, ka

skalotaja ierice ir iestatita atpaka| uz

atbilstoSu pievienota skalotaja dau-
dzumu.

— "Pjevienota skalotgja daudzuma ie-

statisana", Lappuse 24

<



12 Tiritajs

12.1 Piemerotie tiritaji
Izmantojiet tikai tiritaju, kas ir pieme-
rots trauku mazgajamai masinai. Pie-
meroti ir gan solo tiritaji, gan kombi-
nétie tirtaji.

Lai iegUtu optimalus mazgasanas un
zavésanas rezultatus, lietojiet solo tiri-
taju kopa ar atseviski lietotu special-
sali — Lappuse 22 un skalotaju

— [appuse 235.

Moderni, iedarbigi tiritaji parsvara iz-
manto zemu sarmu recepturu ar fer-
mentiem. Fermenti noarda cieti un
Skidina olbaltumvielas. Krasainu trai-
pu, piem., téjas, tomatu biezena, iztir-
Sanai parasti izmanto balinatajus uz
skabekl|a bazes.

Piezime: Katram ftiritdjam ievérojiet
razotaja noradijumus.

Padoms: Piemérotus firiSanas lidzek-
|us var iegadaties tieSsaisté masu in-
ternetvietné vai tehniska servisa die-
nesta — Lappuse 45.

Tabletes

Tabletes ir piemérotas visiem mazga-
Sanas uzdevumiem un nav jadoze.
Saisinatajas programmas tabletes var
pilniba neizSkist un atstat tiritaja atlie-
kas. Tas var ietekmét mazgasanas
efektivitati.

Pulvereida tiritajs

Pulverveida firitaji ir ieteicami saisina-
tajas programmas.

Devu var pielagot netiribas pakapei.
Skidrais tiritajs

ékidrie tirtaji iedarbojas atrak un ir ie-
teicami saisinatajas programmas bez
noskalosanas.

Var gadities, ka iepildits Skidrais tiri-
tajs izplust, neskatoties uz to, ka tirita-

Tintajs Iv

ja kamera ir aizvérta. Tas nav tri-

kums un nav kritiski, ja ievérojat Sos

noteikumus:

= |zvElieties tikai programmu bez no-
skaloSanas.

= Neiestatiet laika priekSizvéli prog-
rammas palaidei.

Devu var pielagot netiribas pakapei.
Solo tiritaji

Solo tirtaji ir produkti, kuri papildus ti-
rtajam nesatur nekadus citus kompo-
nentus, pieméram, pulverveida firitaju
vai 8kidro firtaju.

Ar pulverveida tirntaju un Skidro firtaju
var individuali pielagot devu trauku
netiribas pakapei.

Lai iegutu labaku mazgasanas un za-
vésanas rezultatu un izvairitos no ie-
kartas bojajumiem, papildus izmanto-
jiet specialsali = Lappuse 22 un ska-
lotaju — Lappuse 23.

Kombinétie tiritaji

Papildus standarta solo tiritajiem tiek
piedavati daudzi produkti ar pa-
pildfunkcijam. So produktu sastava
papildus firitajam bieZi vien ir ari ska-
lotajs, sals aizvietotdji (3in1 - tris
viena) un atkariba no kombinacijas
(4in1 - Getri viena, 5in1 - pieci viena
utt.) art papildu komponenti, piem.,
stikla aizsardzibas lidzeklis vai lidzek-
lis intensivam mirdzumam.

Saskana ar razotaju noradem kombi-
nétie tintaji parasti iedarbojas tikai
lldz Gdens cietibai 21 °dH. Virs
ddens cietibas 21 °dH ir japievieno
specialsals un skalotajs. Tomér visla-
bakajiem mazgasanas un zavésanas
rezultatiem, sakot no Udens cietibas
14 °dH, més iesakam izmantot spe-
cialsali un skalotaju. Ja izmmantojat
kombinétos tirtajus, notiek automatis-
ka mazgasanas programmas pieska-
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lv Tirtajs

nosanas, lai iegutu vislabakos maz-
gasanas un zavésanas rezultatus.

12.2 Nepiemeroti tiritaji
Neizmantojiet tiritajus, kas var izraisit

iekartas bojajumus vai apdraudét ve-
selibu.

Roku mazgasanas lidzeklis

Roku mazgasanas lidzeklis var izrai-
sit palielinatu putu veido3anos un ie-
kartas bojajumus.

Hloru saturosi tiritaji

Hlora atliekas uz traukiem var ap-

draudét veselibu.

12.3 Noradijumi par tiritajiem

Ikdienas lietoSana ievérojiet noradiju-

mus par firitajiem.

= | jetojiet tiriSanas produktus ar mar-
kéjumu "Bio" vai "Eko" (vides sau-
dzéSanas d€l), kuros parasti ir ma-
zak aktivo vielu vai noteiktu sastav-
dalu nav nemaz. Mazgasanas efek-
tivitate reizém var bt ierobezota.

= |estatiet skalotdja ierici un miksti-
nasanas ierici atbilstosi lietotajam
solo tiritajam vai kombiné&tajam tiri-
tajam.

= Saskana ar razotaja noradijumiem
kombinétos tirtajus ar sals aizvie-
totajiem, nepievienojot specialsali,
var lietot tikai lldz noteiktai tGdens
cietibai, parasti 21 °dH. Tomér vis-
labakajiem mazgasanas un zave-
Sanas rezultatiem, sakot no tdens
cietibas 14 °dH, més iesakam iz-
mantot specialsali.

= | aj izvairntos no sakepSanas, satve-
riet tintaju ar adeni SkistoSu aizsar-
gapvalku tikai ar sausam rokam un
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ievietojiet to tikai pilnigi sausa tirita-
ja kamera.

= Pat ja mirdz skalotaja iepildes indi-
kacija un specialsals iepildes indi-
kacija, mazgasanas programmas,
izmantojot kombinétos tirtajus, no-
tiek nevainojami.

= Kombinéto tirtaju sastava ietverta
skalotaja iedarbiba parasti ir iero-
bezota. Ja izmantosiet skalotaju,
lielakoties iegUsiet labakus rezulta-
tus.

= |[zmantojiet tabletes ar ipasu zave-
Sanas efektivitati.

12.4 Tiritaja iepilde

1. Lai atvertu tintaja kameru, nospie-
diet noslégu.

2. lepildiet tirntaju sausa tiritaja kame-
ra.

Izmantojot tabletes, ir pietiekami ar
vienu tableti. lelieciet tabletes Skér-
sam.

Izmantojot pulverveida tiritaju vai
Skidro firitaju, ieverojiet razotaja
dozéSanas noradijumus un dozé-
Sanas iedalijumu tiritaja kamera.
Parasti normali netiriem traukiem
pietiek ar 20-25 ml tiritaja. Ja trau-
Ki ir tikai nedaudz netiri, parasti
pietiek ar mazliet mazaku tirtaja
daudzumu, neka noradits.



3. Aizveriet firtaja kameras vacinu.

v Vacin$ dzirdami nofikséjas.

v Tirntaja kamera atkariba no prog-
rammas automatiski atveras opti-
malaja bridi programmas norises
laika. Pulverveida tintajs vai Skid-
rais tiritajs sadalas mazgasanas

iekrit tableSu ievietoSanas tvertné

Trauki v

un dozéti iz8kist. Neievietojiet
priekSmetus tableSu ievietoSanas
tvertng, lai tablete varétu vienméri-
gi iz8kist.
Padoms: Izmantojot pulverveida tirita-
ju un programmu ar iepriek8€ju no-
skalotaju, mazliet tirntaja var uzbért uz
iekartas iek§éjam durvim.

13 Trauki

Mazgajiet tikai traukus, kas ir piemeé-
roti trauku mazgajamai masinai.
Piezime: Glazu dekoriem, aluminija
un sudraba izstradajumiem mazgasa-
nas laika ir tendence izbalét vai iekra-
soties. Trauslu veidu glazes péc da-
Ziem mazgasanas cikliem var k|ut ne-
spodras.

13.1 Glazu bojajumi un trauku bojajumi

Mazgajiet tikai glazes un porcelanu, ko razotdjs ir markégjis ka tadu, ko var maz-
gat trauku mazgajama masina. lzvairieties no glazu bojajumiem un trauku boja-

jumiem.

Ceélonis

leteikums

Sadi trauki nav pieméroti mazgasanai

trauku mazgajama masina:

= Galda piederumi un trauki no koka

= Dekorativas glazes, makslinieciski
un antiki trauki

= Karstumneizturiga plastmasa

= Vara un cinka trauki

= Ar pelniem, smérvielu un krasu no-
smeéréti trauki

= | oti mazi trauki

Mazgajiet tikai traukus, ko razotajs ir
markéjis ka tadu, ko var mazgat trauku
mazgajama masina.

Tirntaja Kimiskais sastavs izraisa boja-
jumus.

lzmantojiet tiritaju, kuru razotajs ir mar-
kéjis ka traukus saudzéjosu.

Trauku mazgajamai masinai nav pie-
meéroti |oti sarmaini vai skabi tirnsanas
lidzekli, it ipasSi profesionalie vai rtp-
nieciskie, apvienojuma ar aluminiju.

Ja izmantojat |oti sarmainus vai skabus
tinSanas lidzek|us, it ipasi profesionalus
vai rapnieciskus, nelieciet iekartas maz-
gasanas korpusa aluminija detalas

Programmas tudens temperatdra ir
parak augsta.

lzveélieties programmu ar zemakam
temperattram.
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Celonis

leteikums

Iznemiet stiklu un galda piederumus no
iekartas driz péc programmas beigam.

13.2 Trauku ievietoSana

Pareizi ievietojiet traukus, lai optimizée-
tu mazgasanas rezultatu un izvairitos
no trauku un iekartas bojajumiem.

Piezime: Piekraujiet trauku grozus ta,
lai nekadas izvirzitas trauku dalas ne-
traucétu durvju aizvérsanai. lzvirzitas
trauku dalas var izraisit ierices durvju
atvérSanos programmas laika un tvai-
ka un Udens izpludi durvju zona. Tas
var izraisit iebtuvéto mébelu bojaju-
mus.

traukus ar izliekumiem un padzili-
najumiem slipi, lai varétu notecét
udens.

Padomi

= |jetojot iekartu, tiek ietaupita ener-
gija un Gdens salidzindjuma ar
mazgasanu ar rokam.

= Mdsu internetvietné ir pieejami pie-
meri par trauku efektivu ievietoSa-
nu iekarta.

= |aj taupitu energiju un ddeni, ievie-
tojiet traukus iekarta lidz noradita-
jam standarta galda piederumu
skaitam (standarta ielade ar trau-
kiem un galda piederumiem).
— "Tehniskie dati", Lappuse 46

= |aj iegltu labakus mazgasanas un
zavésanas rezultatus, ievietojiet
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. Notiriet lielas eédienu atliekas.

Lai taupitu resursus, pirms tam ne-
noskalojiet traukus zem tekoSa
adens.

. levietojiet traukus un ievérojiet:

- Loti netirus traukus ievietojiet ap-
ak$éja trauku groza, piem., kat-
lus. Pateicoties specigakai smi-
dzinaSanas struklai, tiek ieglts
labaks mazgasanas rezultats.

- Lai izvairitos no trauku bojaju-
miem, ievietojiet traukus drosa
un stabila pozicija.

- Lai izvairitos no savainojumiem,
ievietojiet galda piederumus ar
smailajiem un asajiem galiem uz
leju.

- Novietojiet traukus ar atveru-
miem uz leju, lai trauka neuzkra-
tos udens.

- Nenoblokéjiet smidzinasanas
lapstinas, lai tas varétu griezties.

- Nelieciet sikus priekSmetus tab-
leSu ievietoSanas tvertné un ne-
noblokéjiet to ar traukiem, lai ne-



noblokétu tirtaja kameras vaci-
nu.

R~

—
v

13.3 Trauku iznemsana

/\ BRIDINAJUMS

Traumu risks!

Karsti trauki var izraisit adas apdegu-

mus. Karsti trauki ir trieciennedrosi,

var saplist un izraisit savainojumus.

» Péc programmas beigam |aujiet
traukiem nedaudz atdzist un tikai
tad iznemiet.

1. Lai izvairitos no kritoSiem tdens pi-
lieniem uz traukiem, iznemiet trau-
kus virziena no apaks$as uz augsu.

2. Parbaudiet mazgasanas tvertni un
piederumus, vai tie nav netiri, un
pEc vajadzibas iztiriet.

— "Tirisana un kopsana”,
Lappuse 34

14 Galvena vadiba

14.1 lekartas ieslegSana

» Nospiediet O.
leprieks ir iestatita programma
Eco 50°.
Programma Eco 50° ir ipasi videi
nekaitiga programma un izcili pie-
mérota normalas netiribas paka-
pes traukiem. Ta ir energijas un
ddens patérina zina efektivaka
programma, kas piemérota sada

Galvena vadiba Iv

veida traukiem, un atbilst ES ekodi-
zaina regulai.

Ja iekartu 10 minutes nelieto, ie-
karta automatiski izslédzas.

14.2 Programmas iestatiSana

Lai pielagotu mazgasanas ciklu trau-

ku netiribas pakapei, iestatiet pieme-

rotu programmul.

Prasiba: lekartas durvis ir aizvértas.

» Spiediet programmas taustinu tik
biezi, ldz ir iestatita piemérota
programma.

v Programma ir iestatita un mirgo
gaismas diode.

v Displeja ir redzams atlikuSais prog-
rammas darbibas laiks.

14.3 Papildfunkcijas iestatiSa-
na
Lai papildinatu izvéléto mazgasanas
programmu, var iestatit papildfunkci-
jas.
Piezime: leslédzamas papildfunkcijas
ir atkarigas no izvélétas programmas.
» Nospiediet piemérotas papildfun-
kcijas taustinu.
— "Papildfunkcijas”, Lappuse 17
v Papildfunkcija ir iestatita un mirgo
papildfunkcijas taustins.

14.4 Laika priekSizveles iesta-
tisana

Programmas palaidi var atlikt lidz pat

24 stundam.

1. Nospiediet ©.

v Displeja ir redzams "h:01".

2. Ar ® iestatiet vajadzigo program-
mas palaidi.

3. Nospiediet Start,

v Laika priekSizvéle ir aktivizéta.

Padoms: Lai deaktivizétu laika

prieksSizveli, spiediet O tik biezi, lidz

displeja ir redzams "h:00".
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Iv Pamatiestatijumi

14.5 Programmas palaide

» Nospiediet Start.

v Programma ir pabeigta, ja displeja
ir redzams "0h:00m".

Piezimes

= Ja darbibas laika vélaties ielikt pa-
pildu traukus, neizmantojiet tableSu
ievietoSanas tvertni ka augs$eéja
groza rokturi. Jus varat saskarties
ar dal€ji iz8kiduSo tableti.

= Jds varat mainit uzsaktu program-
mu tikai, atcelot programmu.
— "Programmas atcelsana’,
Lappuse 30

= |aj taupitu energiju, iekarta auto-
matiski izslédzas 1 mindti péc
programmas beigam. Atverot ie-
kartas durvis uzreiz péc program-
mas beigam, iekarta izsledzas péc
4 sekundém.

14.6 Taustinu blokésanas akti-
vizéSana

Taustinu blokéSana nepielauj nevéla-

mu vai nepareizu iekartas vadibu dar-

bibas laika.

» Apm. 3 sekundes spiediet 0.

v Taustinu blokéSana ir aktivizéta un
tiks automatiski deaktivizéta lidz ar
programmas beigam.

v Ja iekarta tiek vadita, displeja mir-
go <O.

v Elektrotikla traucéjumu gadijuma
taustinu blokésana saglabajas akt-
va.

14.7 Taustinu blokésanas
deaktivizesana
» Apm. 3 sekundes spiediet 0.
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14.8 Programmas partrauksa-
na

Piezime: Ja sakarsétai iekartai atve-
rat iekartas durvis, vispirms dazas mi-
nates paveriet iekartas durvis un tad
aizveriet. Ta jus izvairisieties no par-
spiediena iekarta un iekartas durvju
atvérSanas.

1. Nospiediet O.

v Programma tiek saglabata un ie-
karta izsledzas.

2. Lai turpinatu programmu, nospie-
diet O.

14.9 Programmas atcelSana

Lai priekSlaikus pabeigtu programmu
vai parietu uz uzsaktu programmu, ta
ir jaatcel|.

» Apm. 4 sekundes spiediet
Reset 4 sec..

v Programma tiek atcelta, un ierice
tiek atiestatita. Apm. 1 minGti mirdz
visas LED.

v Tiklidz LED ir nodzisusas, displeja
ir redzams "0Oh:01m" un tiek izsuk-
néts atlikuSais Gdens.

v Programma tiek atcelta un péc
apm. 1. minGtes tiek pabeigta.

14.10 lekartas izslegSana

1. levérojiet noradijumus par drosu
lietoSanu — Lappuse 9.

2. Nospiediet O.

Padoms: Nospiezot O® mazgasanas

cikla laika, notiekosa programma tiek

partraukta. leslédzot iekartu, prog-

ramma automatiski tiek turpinata.

15 Pamatiestatijumi

lekartas pamatiestatijumus jus varat
pielagot savam vajadzibam.



15.1 Pamatiestatijumu parskats
Pamatiestatijumi ir atkarigi no iekartas aprikojuma.

Pamatiestatijumi v

Pamatiestati-
jums

Displeja Izvéle
teksts

Apraksts

Udens cietiba

HO4 ! HOO - HO7

lestatiet mikstinaSanas ierici
uz udens cietibu.

— "Mikstinasanas ierices ie-
statisana", Lappuse 22
Pakape HOO izsledz mikstina-
Sanas ierici.

Pievienotais ska-
lotajs

ro5 ! r00 - r06

lestatiet pievienota skalotaja
daudzumu.
Ar pakapi rO0 izslédziet ska-
lotaja ierici.

Intensiva zavesa-
na

doo ' d00 - do1

SkaloSanas laika temperattra
tiek palielinata un dz ar to
tiek uzlabots zaveéSanas rezul-
tats. Darbibas laiks tad var
mazliet paaugstinaties.
Piezime: Nav piemérots
trausliem traukiem.

leslédziet "d01" vai izslédziet
"d00" intensivo Zzavesanu.

Siltais Gdens

A00 A0O - AOT1

lestatiet auksta udens pieslé-
gumu vai silta adens pieslée-
gumu. lestatiet iekartu tikai uz
silto adeni, ja siltais ddens
tiek iegits energeétiski izdevigi
un ir pieejama piemerota in-
stalacija, piem., saules ener-
dijas iekarta ar cirkulacijas
vadu. Udens temperatdrai bU-
tu jabat vismaz 40 °C un ne
vairak ka 60 °C.

lesledziet "A01" vai izslédziet
"A0Q" silto Gdeni.

Wi-Fi

Cn0 Cn0 - Cn1

leslédziet vai izslédziet bezva-
du tikla savienojumu.

Pakape "Cn0Q" izsledz bezva-
du tikla savienojumu.

" Rapnicas iestatijums (var atkirties atkariba no iekartas tipa)
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Pamatiestati-
jums

Displeja
teksts

Izvéle

Apraksts

Sis pamatiestatijums ir pie-
ejams tikai péc tam, kad ieri-
ce ir savienota ar Ho-

me Connect lietotni.

— "Home Connect ",
Lappuse 33

Remote Start rci

rcO - rc2

aktivizéSana vai deaktivizésa-

na.

— "Remote Starto'”,

Lappuse 33

Ir iespéjami Sadi iestatijumi:

= Ar iestatijumu "rc0" funkcija
ir pastavigi deaktivizeta.

= Ariestatijumu "rc1" funkciju
var izvéléties ar taustinu d.
— "Remote Starto aktivizé-
sana", Lappuse 33

= Ar iestatijumu "rc2" funkcija

_ ir pastavigi aktivizéta.

Sis pamatiestatijums ir pie-

ejams tikai péc tam, kad ieri-

ce ir savienota ar Ho-

me Connect lietotni.

— "Home Connect *,

Lappuse 33

Rlpnicas iestat- rE

Palaide ar Start

Atiestatiet izmainitus iestatiju-

jums YES mus uz rupnicas stavokli.
Apstipriniet Ir javeic iestatijumi pirmajai
ar Start lietoSanas reizei.

15.2 Pamatiestatijumu maina

Padoms: Savienojiet iekartu ar mobi-

lo ierici. Izmantojot Home Connect

lietotni, varat érti veikt visus iestatiju-

mus.

— "Home Connect ", Lappuse 33

1. Nospiediet O,

2. Lai atvértu pamatiestatijumus, 3 se-
kundes spiediet Setup 3sec.,

v Displeja redzams Hxx.

v Displeja redzams E&.
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3. Spiediet Setup 3sec. tik biezi, lidz
displeja ir redzams vajadzigais ie-
statijjums.

4. Spiediet Start tik biezi, lldz displeja
ir redzama piemeérota veértiba.

JUs varat mainit vairakus iestatiju-
mus.

5. Lai saglabatu iestatijumus, 3 se-
kundes spiediet Setup 3sec.,



16 Home Connect

So iekartu var pieslégt tiklam. Savie-
nojiet iekartu ar mobilo ierici, lai no
lietotnes vaditu funkcijas Ho-

me Connect.

Ne visas valstis ir pieejami Ho-

me Connect pakalpojumi. Funkcijas
Home Connect pieejamiba ir atkariga
no ta, vai jusu valsti ir pieejami Ho-
me Connect pakalpojumi. AtbilstoSo
informaciju sk. www.home-
connect.com.

Lai varétu lietot Home Connect, vis-
pirms izveidojiet savienojumu ar Wi-Fi
majas ftiklu (Wi-Fi") un ar Ho-

me Connect lietotni.

Lietotne Home Connect jums pali-
dzés visa pieteikSanas procesa. Izpil-
diet lietotné Home Connect noraditas
darbibas, lai veiktu iestatijumus.

Padoms: levérojiet ari lietotné Ho-
me Connect sniegtos noradijumus.
Piezime: levérojiet Saja lietoSanas
instrukcija sniegtos droSibas noradr-
jumus un nodroSiniet, lai tie tiktu ieve-
roti arf tad, kad ierices darbibu vadat,
izmantojot lietotni Home Connect.

— "Drosiba”, Lappuse 3

16.1 Home Connect instalesa-
na
Prasibas
» |ekarta uzstadiSanas vieta uztver
WLAN majas tiklu (WiFi).
= |ekartas durvis ir aizvértas.

Home Connect Iv

1. Noskenéjiet talak redzamo QR ko-

Nolasot QR kodu, varat instalét
Home Connect lietotni un pieslégt
So iekartu.

2. Sekojiet lietotné Home Connect
sniegtajam noradém.

16.2 Remote Start 0

Ar Home Connect lietotni varat pa-
laist iekartu ar savu mobilo ierici.

Padoms: Ja Sis funkcijas pamatiesta-
fjumos — Lappuse 32 iestatisiet "rc2",
funkcija bus aktivizéta pastavigi un ie-
kartu varésiet vienmeér palaist ar mo-
bilo ierici.

Remote Start 0 aktivizé$ana

Ja Sis funkcijas pamatiestatijumos ir

iestatits "rc1", funkcija tiek aktivizéta

iekarta.

Prasibas

= |ekarta ir savienota ar jusu WiFi
majas tiklu.

= |ekarta ir savienota ar Ho-
me Connect lietotni.

= Sis funkcijas pamatiestatijumos
—[appuse 32 ir iestatits "rc1".

= |r izv€léta programma.

» Nospiediet 0.
Atverot iekartas durvis, funkcija au-
tomatiski ir deaktivizeta.

v Mirdz taustind 0.

Padoms: Lai deaktivizétu funkciju,

nospiediet 0.

"' Wi-Fi ir uzn@muma Wi-Fi Alliance registréta pre¢zime.
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16.3 Smart Start'

Smart Start automatiski nosaka opti-
malo bridi programmas palaidei.

Ar Home Connect lietotni var aktivizét
un deaktivizét So funkciju.

Smart Start aktivizésana

Prasibas

= Smart Start ir aktivizéta ar Ho-
me Connect lietotni.

= Lajka un energijas preferences ir
iestatitas Home Connect lietotne.

1. Nospiediet O.

v Displeja redzams "EnG".

v Displeja ir redzams izvélétas prog-
rammas optimalais palaides laiks
un ilgums.

2. Nospiediet Start.

Smart Start ir aktiva.

v Programma palaizas, tiklidz ir sa-
sniegts optimalais bridis.

Padoms: Funkciju vienreiz deaktivize,

nospiezot G®.

<

16.4 Datu aizsardziba

levérojiet noradijumus par datu aiz-

sardzibu.

Péc iekartas pirma savienojuma ar in-

ternetam piesaistitu majas tiklu iekar-

ta nostta Home Connect serverim

§adu kategoriju datus (pirma registra-

cija):

= Neparprotamu iekartas identifikato-
ru (ko veido iekartas kodi un iebU-
veta Wi-Fi sakaru modula MAC ad-
rese);

= Wi-Fi sakaru modula droSibas serti-
fikatu (savienojuma informacijas
tehniskai aizsardzibai);

= sadzives tehnikas pasreiz€jo prog-
rammatdras un aparatiras versiju;

' Atkariba no iekartas aprikojuma
34

= jespéjams, ieprieks veiktas atiesta-
tes uz rlpnicas iestatijumiem statu-
su.

ST pirma registracija sagatavo Ho-

me Connect funkciju lietoSanu un ir

nepiecieSama tikai bridi, kad Ho-

me Connect funkcijas lietosiet pirmo

reizi.

Piezime: leverojiet, ka Ho-

me Connect funkcijas ir lietojamas ti-

kai kopa ar Home Connect lietotni. In-

formaciju par datu aizsardzibu var at-

vért Home Connect lietotne.

17 TiriSana un kopsSana

Lai iekarta ilgi paliktu darbspéjiga, ta
ir rapigi jatira un jakop;j.

17.1 Mazgasanas tvertnes tiri-
Sana

/\ BRIDINAJUMS

Veselibas kaitéjuma risks!

Hloru saturosu tirtaju izmantoSana

var izraisit kaitéjumu veselibai.

» Nekad nelietojiet hloru saturosus ti-
rtajus.

1. Ar mitru dranu iekséja korpusa no-

tiriet rupjos netirumus.

lepildiet tiritaju tiritaja kamera.

3. Izvélieties programmu ar augstako
temperaturu.

4. cPalaidiet programmu bez trau-
kiem. = Lappuse 30

N

- =

17.2 Tirisanas lidzeklis

Izmantojiet tikai iekartas tiriSanai pie-
merotus tiriSanas lidzek|us.
— "Drosa lietoSana", Lappuse 9
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17.3 lekartas kopsanas padomi Riciba leguvums
levérojiet iekartas kopSanas pado- trauku mazgaja-

mus, lai ilgstoSi saglabatu iekartas mas masinas

darbibu. priekSpusi un va-

Riciba leguvums d|b_as d'SPleJEJ' — —

Ar mitru dranu un lekartas dalas pa- :Esgaais?ékis;tai\ss TZﬁnkearriiSs!SnSaEeel_
mazgasSanas li- liek tiras un higie- Kartas durJvis o P '
dzekli noslaukiet niskas. vértas P

durvju blives, .

17.4 Masinas kops$ana &f

Nosedumi, piem., €dienu atliekas un kalkis, var izraisit iekartas traucé&jumus. Lai
izvairitos no traucéjumiem un mazinatu iesp&jamas smakas, iesakam regulari
iztirtt iekartu.

MasSinas kopSana kopa ar masinas kop$anas lidzekliem un masinas tirtajiem ir
iekartas kopSanai piemérota programma.

Padoms: Misu izméginatos un apstiprinatos trauku mazgajamo masinu kop-
Sanas lidzeklus un tirntajus var iegadaties interneta https.//www.bosch-
home.com/store vai tehniska servisa dienesta.

Masinas kopS$ana ir programma, kas viena mazgasanas cikla notira dazadus
nosédumus. TiriSana notiek divas fazes:

Faze Notiramas vielas  Tiritajs IzvietoSana

1 Tauki un kalkis Skidrs maginas kop-  lekartas iekstelpa,
Sanas lidzeklis vai pul- piem., galda piederu-
verveida masinas at- mu grozina iekarinata

kalkotajs. pudele vai pulveris iek-
$éja korpusa.
2 Edienu atliekas un  Maginas tiritajs Tintaja kamera
noseédumi

Optimalai tirisanas jaudai, program- Masinas kopsana veikSana
ma dozé tiritajus atseviski vienu no Piezimes
otra attiecigaja firisanas faze. Sim no- = Izpildiet programmu Maginas kop-
|Gkam tiritaji ir pareizi jaizvieto. gana bez ievietotiem traukiem.
Ja vadibas displeja mirdz Masinas » Izmantojiet tikai speciali trauku
kopSana indikators vai $ads aicina- mazgajamam maginam piemérotu
jums ir redzams displeja, veiciet Ma- masinas kop$anas lidzekli un ma-
Sinas kopsana bez traukiem. Péc Ma- &inas tiritaju.
Sinas kopsSana veikSanas indikators » Raugieties, lai iekartas mazgasa-
vadibas displeja nodziest. Ja iekartai nas korpusa neatrastos aluminija
nav atminas funkcijas, ieteicams veikt detalas, piem., tvaika nosicéju tau-
masinas kopsanu ik péc 2 ménes- ku filtri vai aluminija katli

iem.
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Ja péc 3 mazgasanas cikliem nav
veikta MaSinas kopSana, Masinas
kopSana indikators automatiski no-
dziest.

Lai saglabatu optimalu tirisanas
jaudu, pievérsiet uzmanibu pareizai
tiritaju izvietoSanai.

levérojiet droSibas noradijumus un
lietoSanas noradijumus uz masinas
kopSanas lidzek|lu un masinas firl-
taju iepakojuma.

. Ar mitru dranu iek8éja korpusa no-

firiet rupjos netirumus.

. |ztIriet sietus.
. |zvietojiet masinas kopSanas Ii-

dzekli iekartas iekSéja korpusa.
Izmantojiet tikai speciali trauku
mazgajamam masinam piemeérotus
masinas kopsSanas lidzek]us.

. lepildiet masinas firitaju tiritaja ka-

mera, lidz ta ir pavisam pilna.
Nepievienojiet masinas tiritaju pa-
pildus iekartas iekSéja korpusa.

. Spiediet &,
. Spiediet Start.

Tiek veikta MaSinas kopSana.
Kad programma ir pabeigta, no-
dziest MasSinas kopS$ana indikators.

17.5 Sietu sistema

Sietu sistéma filtré rupjos netirumus
no mazgasanas cirkulacijas.

36

Mikrosiets

Smalkais siets

Rupjais siets

Sietu tiriSana
Netirumi mazgasanas udeni var no-
sprostot sietus.

1. Katrreiz péc mazgasanas parbau-
diet, vai nav atlieku.

2. Pagrieziet rupjo sietu pretéji pulk-
stenraditaja virzienam @ un izne-
miet sietu sistému @.

» leverojiet, lai sikna korpusa ne-
iekristu sveSkermeni.
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4. Saspiediet kopa sieta klipsSus @un  17.6 Smidzinasanas lapstinu ti-
uz augsu iznemiet rupjo sietu @. ri$ana

Kalkis un netirumi skaloSanas tdeni

var nosprostot smidzinasanas ele-

mentu sprauslas un gultnus. Regulari

notiriet smidzinaSanas elementus.

1. Noskravéjiet augséjo smidzinasa-
nas lapstinu @ un nonemiet virzie-
na uz leju @.

5. Iztiriet sieta elementus zem tekoSa
udens.
Rupigi notiriet netiro malu starp
rupjo sietu un smalko sietu.

6. Salieciet kopa sietu sistemu.
levérojiet, lai rupjais siets tiktu no-

fiksts ar sieta klipsiem. //\/—@lw&

7. levietojiet sietu sistému iekarta un

pagrieziet rupjo sietu pulkstenradi- 2. Apakséjo smidzinasanas lapstinu
taja virziena. nonemiet virziena uz augsu.
» leverojiet, lai bultinu mark&jumi

atrastos viens otram preti. \ /

3. Zem tekoSa Udens parbaudiet, vai
nav nosprostotas smidzinasanas

Padoms: Savienojiet iekartu ar mobi- lapstinu izpludes sprauslas, un péc
lo ierici. Home Connect lietotne infor- vajadzibas izfiriet sveskermenus.
mé, tiklidz ir jaiztira sieti. 4. levietojiet apakSéjo smidzinasanas
— "Home Connect ", Lappuse 33 lapstinu. o . .
v SmidzinaSanas lapstina dzirdami
nofikséjas.

5. levietojiet un pieskravéjiet augséjo
smidzinasanas lapstinu.
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18 Traucéjumu novérsana

Nelielus ierices darbibas traucéjumus varat novérst saviem spékiem. Pirms sa-
zinaSanas ar klientu apkalpoSanas centru izlasiet informaciju par darbibas trau-
céjumu noverSanu. Ta izvairisieties no nevajadzigam izmaksam.

Padoms: Papildu informaciju un skaidrojumus par traucéjumu novérSanu ska-
tiet tieSsaiste, noskenéjot kvadratkodu titullapa un musu internetvietné
www.bosch-home.com.

/\ BRIDINAJUMS

Elektrotrieciena risks!

Neprofesionali veikts remonts ir bistams.

» lekartas remontu drikst veikt tikai attiecigi apmacits specialists.

» lekartas remontam drikst izmantot tikai originalas rezerves dalas.

» Ja ir bojats Sis ierices elekirotikla piesleéguma vads vai ierices piesléguma
vads, tas janomaina ar pasu elektrotikla piesleguma vadu vai ipasu ierices
piesléguma vadu, kas ir pieejams pie razotaja vai ta tehniska servisa dienes-
ta.

Traucéjums Ceélonis un problemu novéersana

Mirgo indikacija Radies tehnisks traucéjums.

"Udens ieplides par- 1. Nospiediet O.

baude" 2. Iznemiet iekartas kontaktdaksu vai izslédziet droSina-
taju.

3. Gaidiet vismaz 2 minates.
4. lespraudiet iekartas kontaktdakSu kontaktligzda vai
ieslédziet droSinataju.
. lesledziet iekartu.
6. Ja probléma rodas Vvelreiz:
» Nospiediet O.
» Aizveriet Gdens kranu.
» |zvelciet kontaktdaksSu.
» Sazinieties ar tehniska servisa dienestu
— Lappuse 45 un nosauciet kludas kodu.

o

Parmainus mirdz Udens aizsardzibas sistéma ir aktivizéta.
E:30-00. 1. Aizveriet Gdens kranu.
2. Sazinieties ar tehniska servisa dienestu
— [appuse 45.

Parmainus mirdz Udens aizsardzibas sistéma ir aktivizéta.
E:31-00. 1. Aizveriet Gdens kranu.
2. Sazinieties ar tehniska servisa dienestu
—[appuse 45.

Parmainus mirdz lepludes $|Utene ir salocita.
E:32-00 vai Udens pie- » lztaisnojiet Udens padeves §|uteni.
pludes indikators.
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Traucéjums

Célonis un problému novérsana

Parmainus mirdz
E:32-00 vai udens pie-
pludes indikators.

Aizvérts udens krans.
» Atveriet tdens kranu.

Udens krans ir blokéts vai apkalkojies.

» Atveriet ddens kranu.
Ja ddens iepltde ir atvérta, tad Gdens caurplides
daudzumam jabat vismaz 10 I/min.

Aizsérejusi sieti piepludes $|ltenes vai AquaStop §|lte-
nes tdens piesleguma.

. |zslédziet iekartu.

. Atvienoijiet tikla kontaktdaksu.

. Aizveriet adens kranu.

. Noskruvejiet tdens pieslegumu.

. Iznemiet sietu no iepludes Slltenes

Os WN =

Iztiriet sietu.

lelieciet sietu ieplldes §|Utene.

Pieskrlveéjiet Gdens pieslegumu.

. Parbaudiet ddens piesleguma hermétiskumu.
10 Izveidojiet elektroapgadi.

11.leslédziet iekartu.

© o N

Parmainus mirdz
E:34-00.

Udens pastavigi ieplist iekarta.

1. Aizveriet udens kranu.

2. Sazinieties ar tehniska servisa dienestu
— [ appuse 45.

Parmainus mirdz
E:61-02.

Ta nav iekartas kluda. Blokéts noteklidenu stknis vai
notekudenu stkna vaks ir valigs.
1. Iztiriet notekddenu sukni.
— "Notekudenu sakna tirisana", Lappuse 43
2. Pareizi nofikséjiet notektudenu sukna vaku.
— "Notekudenu sakna tirisana", Lappuse 43
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Traucejums

Célonis un problému novérsana

Parmainus mirdz
E:61-03. Udens netiek
izstknéts.

Ta nav iekartas kl|tda. Sifona pieslegums veél ir aizvérts

vai notektdenu $|ltene ir salocita vai aizsérgjusi.

1. Parbaudiet sifona pieslégumu un péc vajadzibas at-
veriet.

2. Novietojiet notektdenu §|uteni bez locijumiem.

Ta nav iekartas kluda. Blokéts notektdenu suknis vai
notekudenu sukna vaks ir valigs.
1. |ztiriet notektdenu sukni.
— "Notekudenu sukna tirisana", Lappuse 43
2. Pareizi nofikséjiet notektdenu sukna vaku.
— "Notekudenu sukna tirisana", Lappuse 43

Parmainus mirdz
E:92-40.

Sieti ir netiri vai aizsérejusi.
» |ztiriet sietus.

— "Sietu tiriSana”, Lappuse 36
[=l =

Visas gaismas diodes
mirdz vai mirgo.

lespéjams, tiek instaléts programmatdras atjaunina-
jums.
1. Sagaidiet, lidz ir instaléts programmatiras atjaunina-
jums.
Sis process var ilgt apm. 30 mindtes.
2. Ja péc 30 minatam ierice nav gatava darbam, veiciet
atiestati.
» Spiediet galvena slédza taustinu apm. 4 sekun-
des.
v lekarta tiek atiestatita.
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Traucéjums

Célonis un problému novérsana

Visas gaismas diodes
mirdz vai mirgo.

Elektronika ir konstatéjusi kjudu.
1. Spiediet galvena slédza taustinu apm. 4 sekundes.
— "Vadibas elementi", Lappuse 13
lekarta tiek atiestatita un restartéta.
2. Ja probléma rodas vélreiz:
» |zslédziet iekartu.
» Izvelciet kontaktdak3u vai izslédziet droSinataju sa-
dales skapi.
» Gaidiet vismaz 2 minutes.
» leslédziet droSinataju sadales skapi vai iesprau-
diet kontaktdaksu.
» leslédziet iekartu.
3. Ja probléma rodas vélreiz:
» Sazinieties ar klientu servisu.
— "Tehniska servisa dienests”, Lappuse 45

Ediena atliekas uz
traukiem.

Trauki ir ievietoti parak ciesi vai trauku grozs ir parpil-

dits.

1. levietojiet traukus, ieverojot pietiekami brivu telpu.
SmidzinaSanas struklam jasasniedz trauku virsma.

Blokéta smidzinasanas lapstinu grieSanas.
» levietojiet traukus ta, lai trauki netraucétu smidzina-
Sanas lapstinu grieSanos.

Aizséréjusas smidzinasanas lapstinu sprauslas.
» Notiriet smidzinaSanas lapstinas.
— "Smidzinasanas lapstinu tirisana", Lappuse 37

Netiri sieti.
» |ztiriet sietus.

— "Sjetu tirisana”, Lappuse 36

= EE

41



lv  Traucéjumu novérSana

Traucejums Célonis un problému novérsana
Ediena atliekas uz Sieti ievietoti nepareizi un/vai nav nofikséjusies.
traukiem. 1. levietojiet sietus pareizi.

— "Sietu sistéma", Lappuse 36
2. Nofiksgjiet sietus.

Izvéléta parak vaja mazgasanas programma.
» |zvélieties stipraku mazgasanas programmu.
— "Programmas’”, Lappuse 15

Trauki ir parak notiriti ieprieks. Sensori izvélas vajaku

programmas norisi. Grati iznemamus netirumus daléji

nevar notirit.

» Notiriet tikai lielas édienu atliekas un nenoskalojiet
traukus.

Augsti, Sauri trauki stlru zonas netiek pietiekami labi

mazgati.

» Augstus, Saurus traukus neievietojiet parak slipi un
stlru zonas.

AugsSéjais trauku grozs labaja un kreisaja pusé nav ie-
statits vienada augstuma.
» Augséjo trauku grozu kreisaja un labaja puseé iesta-
tiet vienada augstuma.
— "Augséjais trauku grozs", Lappuse 18

Likvidéjamas svédras Pievienota skalotaja daudzums ir iestatits parak liels.
uz glazem, metaliska » lestatiet skalotaja ierici uz zemaku pakapi.

izskata glazém un gal- — "Pievienota skalotaja daudzuma iestatisana’,
da piederumiem. Lappuse 24

Skalotajs nav iepildits.
» lepildiet skalotaju.
— "Skalotaja iepilde”, Lappuse 23

Tirtaja atliekas programmas posma SkaloSana. Ar trau-
kiem noblokéts tirtaja kameras vacin$, kas pilniba ne-
atveras.
1. levietojiet traukus augSéja trauku groza ta, lai trauki
nenoblokétu tabledu ievietoSanas tvertni.
— "Trauku fevietosana", Lappuse 28
Trauki bloke tiritaja vacinu.
2. Nelieciet traukus un smarzvielas tablesu ievietoSa-
nas tvertne.

Trauki ir parak notiriti ieprieks. Sensori izvélas vajaku

programmas norisi. Grati iznemamus netirumus daléji

nevar notirit.

» Notiriet tikai lielas édienu atliekas un nenoskalojiet
traukus.
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Traucéjums Célonis un problému novérsana
Risa uz galda piede- Galda piederumi nav pietiekami korozijizturigi. Visvairak
rumiem. cie$ nazu asmeni.

» Izmantojiet korozijizturigus traukus.

Galda piederumi rasé ari tad, ja tiek mazgati trauki ar
rus€josam detalam.

» Nemazgajiet rus€josSas detalas.

Parak augsts sals saturs mazgasanas tden.

1. Iztiriet izbiruSu specialsali no mazgasanas tvertnes.
2. CieSi aizgrieziet specialsals tvertnes noslégu.

Tintaja atliekas atro- Trauki blokéja smidzinaSanas lapstinas un tiritajs netika
das tirtaja kamera vai izskalots.
tableSu ievietoSanas  » Parliecinieties, ka smidzinaSanas lapstinas nav no-
tvertné. blokétas un var brivi griezties.

Tiritaja iepildes laika firitaja kamera bija mitra.

» lepildiet tiritaju tikai sausa tiritaja kamera.
Mirdz specialsals iepil- Trukst specialsals.
des indikacija. » lepildiet specialsali = Lappuse 22.

Sensors neatpazist specialsals tabletes.

» Nelietojiet specialsals tabletes.

18.1 Notekudenu sukna tirisa- 5. Ar karotes palidzibu izceliet sukna
na vaku un satveriet aiz tiltina.

Lielas edienu atliekas vai sveSkerme-
ni var nosprostot notektdenu sukni.
Tiklidz mazgasanas Udens vairs pa-
reizi nenotek, ir jaiztira notektdenu
suknis.

/\ BRIDINAJUMS

Traumu risks!

Asi un smaili priekSmeti, piem., stikla
lauskas, var noblokét notekudenu
sukni un izraisit savainojumus.

» Uzmanigi iznemiet sveSkermenus.

6. Sukna vaku paceliet slipu uz iek-
Spusi un iznemiet.

1. Atvienojiet iekartu no elektrotikla. v Tagad ar roku var aizsniegt |épst|_
2. Iznemiet aug$€jo un apaks$gjo trau- nu ratu.

ku grozu. o 7. Iznemiet &dienu atliekas un sves-
3. Izmemlet sietu sistemu. l,(ermemus |épst|nu rata zona.

4. |zsmeliet esoSo Udeni.
Ja nepiecieSams, izmantojiet stkli.
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8. lelieciet stkna vaku @ un spiediet
uz leju @.

v Sudkna vaks dzirdami nofikséjas.

9. leblvejiet sietu sistemu.

10.lelieciet apakS$éjo un augsejo trau-
ku grozu.

11.Savienojiet iekartu ar elektrotiklu.

19 Transportésana, gla-
basana un likvidacija
19.1 lekartas demontaza

1. Atvienojiet ierici no elektrotikla.

2. Aizgrieziet adens kranu.

3. Atvienojiet notektdenu pieslégu-
mu.

4. Atvienojiet dzerama tdens pieslé-
gumu.

5. Ja ir, atskruvejiet mébelu detalu
stiprinatajskraves.

6. Ja ir, demontéjiet pamatnes paneli.

7. Uzmanigi izvelciet iekartu un vel-
ciet lidzi §|ateni.

19.2 lekartas nodrosinasana

pret salu

Ja iekarta atrodas sala apdraudéta

telpa, pieméram, brivdienu maja, pil-

niba iztukSojiet iekartu.

» IztukSojiet iekartu.

— "lekartas transportésana’,
Lappuse 44
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19.3 lekartas transportésana

Lai izvairitos no iekartas bojajumiem,
pirms transportésanas iztuksojiet ie-
kartu.

Piezime: lekartu transportéjiet tikai
vertikali, lai atlikuSais ddens nevarétu
iek|ut iekartas vadibas sistema un ne-
izraisitu iekartas bojajumus.

1. Iznemiet no iekartas traukus.
2. Nostipriniet valigas detalas.
3. lesledziet iekartu. — Lappuse 29
4. |zvElieties programmu ar visaugst-
ako temperatdru.
— "Programmas’, Lappuse 15
5. Palaidiet programmu.
— [ appuse 30
6. Lai iztukSotu iekartu, atceliet prog-
rammu péc apm. 4 minttém.
— "Programmas atcelsana’,
Lappuse 30
7. Izslédziet iekartu. — Lappuse 30
. Aizveriet adens kranu.
. Lai iztukSotu atlikuSo udeni no ie-
kartas, atvienojiet ieplides §|uteni
un laujiet izteceét udenim.

©

19.4 Nolietotas iekartas likvi-
dacija

Likvid€jot iekartas atbilstoSi vides no-

teikumiem, vértigas izejvielas var iz-

mantot atkartoti.

/\ BRIDINAJUMS

Veselibas kaitéjuma risks!

Bérni var tikt iesprostoti iericg, ap-

draudot vinu dzivibu.

» Nolietotam iekartam izvelciet elek-
trotikla piesléguma vada kontak-
tdaksu, péc tam pargrieziet elektro-
tikla piesléguma vadu un sabojajiet
iekartas durvju slédzeni, lai iekar-
tas durvis vairs nevarétu aizvert.

1. lzvelciet elektrotikla piesléguma va-
da kontaktdaksu.



2. Atdaliet elektrotikla piesléeguma va-
du.

3. Utilizéjiet ierici atbilstoSi vides aiz-
sardzibas prasibam.
Informaciju par aktualiem likvidaci-
jas jautajumiem var iegat pie tirgo-
taja un jusu novada vai pilsétas pa-
Sparvalde.

B

Si ierice ir markéta atbil-
stoSi Eiropas direktivai
2012/19/ES par elektris-
kajam un elektroniskajam
iericem (waste electrical
and electronic equipment
- WEEE).

Direktiva nosaka veidu,
ka ES teritorija jarealizé
nolietoto ieri¢u nodoSana
un parstrade.

20 Tehniska servisa die-
nests

Darbibai nozimigas originalas rezer-
ves dalas saskana ar attiecigo ekodi-
zaina regulu varesiet iegadaties ma-
su klientu apkalpoSanas centra vis-
maz 10 gadus, sakot ar ierices tird-
zniecibas uzsakSanas bridi Eiropas
Ekonomikas zona.

Piezime: Saskana ar razotaja garanti-
jas noteikumiem tehniska servisa die-
nesta izsaukSana ir bez maksas.

Lai sanemtu detalizétu informaciju
par garantijas laiku un garantijas no-
sacijumiem, kas ir spéka jasu valsti,
izmantojiet QR kodu pievienotaja ser-
visa kontaktu un garantijas nosaciju-
mu dokumenta, sazinieties ar masu
klientu apkalpoSanas dienestu, tirgo-
taju vai apmeklgjiet musu timek|a
vietni.

Sazinoties ar tehniska servisa dienes-
tu, pazinojiet iekartas razojuma nu-

Tehniska servisa dienests Iv

muru (E-Nr.), izgatavoSanas numuru
(FD) un kartas numuru (Z-Nr.).
Klientu apkalpoSanas dienesta kon-
taktinformaciju var atrast, izmantojot
QR kodu pievienotaja servisa kontak-
tu un garantijas nosacijumu doku-
menta vai musu timekla vietné.

20.1 Razojuma numurs (E-Nr.),
izgatavoSanas numurs
(FD) un kartas numurs (Z-
Nr.)

Razojuma numuru (E-Nr.), izgatavoSa-
nas numuru (FD) un kartas numuru
(Z-Nr.) skatiet iekartas datu plaksnité.
Datu plaksnite atrodas iekartas dur-
vju iekSpuseé.

— "lepazisana’, Lappuse 12

Lai atri atrastu iekartas datus un teh-
niska servisa dienesta talruna numu-
ru, varat Sos datus pierakstit.

20.2 AQUA-STOP garantija

Papildus garantijas prasibam pret

pardevéju, kas izriet no pirkuma ligu-

ma, un papildus madsu razotaja ga-

rantijai més veicam nomainu, nemot

véra $adus noteikumus.

®» Ja masu Aqua-Stop sistémas boja-
jumu gadijuma rodas udens noda-
riti zaudéjumi, tad més kompense-
jam privato patérétaju zaudéjumus.
Lai nodrosinatu GdensdroSibu, ie-
kartai jabat pieslégtai pie elektro-
tikla.

= S atbildibas garantija ir spéka uz
visu iekartas darbmuzu.

= Garantija ir sp€ka, ja iekarta ar
Aqua-Stop sistemu ir pareizi uzsta-
dita un pieslégta pareizi atbilstoSi
musu instrukcijai; ta attiecas ari uz
pareizi uzstaditu Aqua-Stop pagari-
najumu (originalais piederums).
MUsu garantija neattiecas uz boja-
tiem pievadiem vai armattram lidz
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Aqgua-Stop pieslégumam pie tGdens
krana.

= |ekartas ar Aqua-Stop principa nav
jauzrauga to darbibas laika vai péc
tam janodroSina, aizverot ddens

kranu. Tomér gadijumos, ja doda-
ties projam uz ilgaku laiku, piemeé-
ram, vairaku nedélu atvalingjuma,
ddens krans jaaizver.

21 Tehniskie dati

Svars Maks.: 60 kg

Spriegums 220 -240V, 50 Hz vai 60 Hz
Kopéja patéréjama jauda 2000 - 2400 W

DroSinatajs 10-16 A

Udens spiediens

= min. 50 kPa (0,5 bar)

= maks. 1000 kPa (10 bar)

leplides daudzums

min. 10 I/min

Udens temperatira

Aukstais tdens.

Siltais idens maks.: 60 °C

letilpiba

13 standarta galda piederumi

Vairak informacijas par savu modeli
skatiet timek|a vietné hitps:// ;
eprel.ec.europa.eu/qr/2252197". Si
timek|a adrese ir piesaistita ES oficia-
lajai razojumu datubazei EPREL.

21.1 Informacija par bezmak-
sas un Open Source
porgrammaturu

Sim raZojumam ir programmatiras
komponenti, ko autortiesibu ipasnieki
ir licencejusi ka bezmaksas vai Open
Source programmataru.

Attieciga licences informacija ir sagla-
bata majsaimniecibas iekarta. Piek]u-
ve attiecigajai licences informacijai ir
iespéjama, arl izmantojot Ho-

me Connect lietotni: "Profils -> Juri-
diskie noradijumi -> Licences
informacija". 2 Informaciju par licenci
var lejupieladét ari no attieciga zimo-

la produktu timekla vietnes. (Produk-
tu timek|a vietné sameklgjiet savas ie-
kartas modeli un papildu dokumen-
tus.) Attiecigo informaciju ari varat
pieprasit, rakstot uz
ossrequest@bshg.com vai

BSH Hausgerate GmbH, Carl-Wery-
Str. 34, D-81739 Minchen.

PEéc pieprasijuma tiek pieskirts avota
kods.

Sutiet pieprasijumu uz
ossrequest@bshg.com vai BSH
Hausgerate GmbH, Carl-Wery-Str. 34,
D-81739 Minchen.

Temats: ,OSSREQUEST"

Jums ir jasedz jusu pieprasijuma iz-
skatiSanas izmaksas. Sis piedava-
jums ir spéka tris gadus no pirkuma
datuma vai vismaz perioda, kura més
piedavajam atbalstu un attiecigas ierr-
ces rezerves dalas.

' Attiecas tikai uz Eiropas Ekonomikas zonas valstim

2 Atkariba no iekartas aprikojuma
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Atbilstibas deklaracija Iv

22 Atbilstibas deklaracija

Ar So BSH Hausgerate GmbH apliecina, ka ierice ar Home Connect funkcionali-
tati atbilst 2014/53/EU pamatprasibam un citiem attiecigajiem noteikumiem.
Izsmel|oSa RED atbilstibas deklaracija ir pieejama timek|a vietné www.bosch-
home.com attiecigas iekartas izstradajumu lapa papildu dokumentu sadala.

C¢

2,4 GHz josla (2400-2483,5 MHz): maks. 100 mW
5 GHz diapazons (5150-5350 MHz + 5470-5725 MHz): maks. 180 mW

8 BE BG Cz DK DE EE IE EL ES
FR HR IT CY LI LV LT LU HU
MT NL AT PL PT RO Sl SK FI

SE NO CH TR IS UK (NI)
5 GHz WLAN (Wi-Fi): tikai lietoSanai telpas.

AL BA MD ME MK RS UK UA
5 GHz WLAN (Wi-Fi): tikai lietoSanai telpas.
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Bosch Home Appliance!

,0 Thank you for buying a
MyBosch

Register your new device on MyBosch now and profit directly from:

» Expert tips & tricks for your appliance

» Warranty extension options

» Discounts for accessories & spare-parts

» Digital manual and all appliance data at hand

» Easy access to Bosch Home Appliances Service

Free and easy registration — also on mobile phones:
www.bosch-home.com/welcome

Looking for help?
You'll find it here.

Expert advice for your Bosch home appliances, help with problems
or a repair from Bosch experts.

Find out everything about the many ways Bosch can support you:
www.bosch-home.com/service

Contact data of all countries are listed in the attached service
directory.

BSH Hausgeriate GmbH
Carl-Wery-StraBe 34

81739 Miinchen, GERMANY
www.bosch-home.com

A Bosch Company

9001998461 (050419) 642 E3
Lv
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