
1/3

iQ500, Electric Hob, 90 cm, surface
mount with frame
ET975LMP1D

Optional accessories

HZ394301 Connecting strip
HZ32WA00 ta

The modern glass ceramic cooktop for more cooking pleasure
and less cleaning effort.

✓ The modern combiZone for radiant cooktops for more possibilities
while cooking.

✓ dual lightSlider – Just touch and slide to control your hob.
✓ powerBoost – Heat pots faster with up to 20% more power on your

electric hob.
✓ Safely shuts off the cooking zone - Timer with switch-off function.

Features

Technical data
Product name/family : Cooking zone ceramic
Built-in / Free-standing : Built-in
Energy input : Electric
Total number of positions that can be used at the same time : 5
Required niche size for installation (HxWxD) : 45 x 880-880 x 500-500
mm
Width of the appliance : 912 mm
Dimensions : 45x912x520 mm
Dimensions of the packed product (HxWxD) : 100x1120x620 mm
Net weight : 12.7 kg
Gross weight : 14.5 kg
Residual heat indicator : yes
Location of control panel : Front
Basic surface material : Ceramic
Color of surface : Alu, brushed, Black
EAN code : 4242003749562
Voltage : 220-240 V
Frequency : 50; 60 Hz
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Manufactured by <BSH Legal Name> under Trademark License of Siemens AG
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iQ500, Electric Hob, 90 cm, surface
mount with frame
ET975LMP1D

Features

Design:
● Design trim (front facette with side trim)

Comfort and Safety:
● 5 HighSpeed cooking zones, including:
● 1 triple zone
● 1 dual zone
● 1 Combi zone
● 17 power levels
● Electronic power level display
● Timer for all zones
● Buzzer
● count-up timer, per cooktop
● Keep warm function
● Freeze function
● Restart fuction
● Main switch
● Power on indicator
● Two stage residual heat indicators
● Individual tunable energy consumption display

Quickness:
● PowerBoost function

Measurements
● Min. worktop thickness: 16 mm
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iQ500, Electric Hob, 90 cm, surface
mount with frame
ET975LMP1D

Dimensioned drawings


