Sérija 6, Indukcijas plits virsma ar
integrétu ventilacijas sistému, 80 cm,
Plakana melna, plits virsma ar
térauda rami

PVQ89BH26E

<
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PerfectFry
Matt Design Plus DirectSelect

leklautie piederumi

1 x Clean Air Plus smaku filtrs

Papildu piederumi

HEZ32WAOQ0O Wireless food thermometer, HEZ390522 Grila plaksne,
HEZ9CF240 Fry pan, coated 24cm @, HEZ9CF280 Fry pan, coated
28cm 9, HEZ9SEO40 4 pieces Set, HEZ9SEO60 6 pieces Set,
HEZ9TY010 Teppan Yaki, HEZ9VDKE1 Exhaust kit, HEZ9VDKRO
Recirculation kit 2 L-bow (70cm), HEZ9VDKR1 Recirculation kit S
and L-bow (60cm), HEZ9VDSB1 90° flat duct bend horizontal,
HEZ9VDSB2 90° flat duct L vertical, HEZ9VDSB3 90° flat duct M
vertical, HEZ9VDSB4 90° flat duct S vertical, HEZ9VDSIO Adapter
round-flat, HEZ9VDSI1 90° Adapter round-flat, HEZ9VDSM1 Straight
tube 500mm, HEZ9VDSM?2 Straight tube 1000mm, HEZ9VDSS1
Connector sleeve (female), HEZ9VDSS?2 Flex sleeve (female),
HEZ9VEDUO Acoustics Filter, HEZ9VRCR1 "Long-life Clean Air" smaku
filtrs, HEZ9VRPD1 Plinth Diffusor

Indukcijas plits virsma ar iebiivetu
ventilacijas moduli: apvieno indukcijas un
ventilacijas tehnologijas, lai iegitu idealus
rezultatus.

» Matéts dizains: 5x mazak redzamu skrapéjumu, pateicoties oglekla
melnajam matétajam parklajumam.

- Integrétais ventilacijas modulis: tas savac tvaiku un aromatus tiesi
no gatavosanas virsmas.

« PerfectFry Plus: vairs nekadu uztraukumu par piedegusu édienu.

- DirectSelect: tiesa, vienkarsa vélamas gatavosanas zonas, jaudas un
papildu funkciju izvéle.

- CombiZone: apvieno divas indukcijas zonas, lai uzkarsétu liela
izméra katlus un pannas.

Tehniska informacija
Produkta nosaukums/saime: ............... Gatavosanas zona no keramika

leblveéts / Brivi stavoss: ..... leblvets
Energijas pievade: ......cccccceeeeenrnnnnne ...Elektriska
Vienlaikus izmantojamo poziciju SKaits: .....cceeeeeeeeiiiiiiiiiiiiiieeeeeeeeeeeeens 4

NepiecieSamais ni$as izmérs uzstadisanai (A x PLx Dz): ............ 223 x
750-750 x 490-500 mm

lerices platums: ......
Produkta izméri: .....

223x812x520 mm

lepakota produkta izmeéri (XXYXZ): ....coovvvvirvrnnieaennns 431x950x672 mm
NETO SVAIS: iiiieiiiiiiiiiiiee e e e et e e e e e e e e eereaarseaneeeeeaes 25.5 kg
Bruto svars: .....ccccoeeeeiiiiieeiiinnnes

Atlikusa siltuma indikators: ...... Atsevisks
Vadibas panela Novietojums: ........covvevvurreiiiiieeeeeeenneennniens Priekseéjais
Pamatvirsmas materials: . ....Keramika
Virsmas Krasa: «oooeeeveeemeeiiineeeeeeeeeiiiiiiiiee e Plakana melna

Stravas vada arums: ........cceeeveveeeeeniieeeeninneeeennnns
Noplombéti degli: ........cceeeiiiiiiniiiiiiiiiiiiiiieiie
PowerBoost funkcija: ......cccoeveeiiiiiiiiiiinnneeennens Visas gatavosanas zonas
2. sildelementa jauda (KW): ..cooeeeeeeeiiiiciiiieeee e 3600.0 W
Atruma iestatijumu skaits: ..... 9 posmi + 2 intensivas

Maksimala gaisa nosuce: ....... 500 m3/h
Paaugstinatas pozicijas izejas recirkulacija: .......ccooeeeeeeeeees 595.0 m%/h
Maksimala gaisa recirkulacija: .........eeveeeeeeeiiiiiiiiiiiiiiiieeeeees 487 m3/h
Paaugstinatas pozicijas gaisa nostGknésana: ..........coeevvvvennnns 622 m3/h

Troks$na Limenis: ....occevvvvveeees
Smaku filtrs: ...........

Filtra tiriSanas atgadinajumi: .
Drosinataju aizsardziba: .........cccceeeeeeeeeenns

...69 dB(A) re 1pW

.... GENERAL.N_A A
220-240/380-415 V

SPriegumMs: ....cccvvuveeeennnnnns
Frekvence: ........ 50-60 Hz
leklautie piederumi: ....cccoveevviveieiineeeees 1 x Clean Air Plus smaku filtrs
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BOSCH

Sérija 6, Indukcijas plits virsma ar
integrétu ventilacijas sistému, 80 cm,
Plakana melna, plits virsma ar
térauda rami

PVQ89BH26E

Indukcijas plits virsma ar iebavétu
ventilacijas moduli: apvieno indukcijas un
ventilacijas tehnologijas, lai iegutu idealus
rezultatus.

- 80 cm cm: vieta 4 katliem vai pannam.

Kombinéjamas gatavo$anas zonas
- 2 Combi- zona

- : apvienojiet divas standarta gatavo$anas zonas viena liela un
novietojiet lielakus gatavosanas traukus.

- GatavosSanas zona priek$pusé pa kreisi: 190, 210 mm, 2.5 kW
(maks. jauda 3.7 kW)

- GatavosSanas zona aizmuguré pa kreisi: 190, 210 mm, 2.5 kW (maks.
jauda 3.7 kW)

- Gatavosanas zona aizmuguré pa labi: 190, 210 mm , 2.5 kW (maks.
jauda 3.7 kW)

- Gatavosanas zona priekSpusé pa labi: 190, 210 mm, 2.5 kW (maks.
jauda 3.7 kW)

LietoSanas értums

- DirectSelect: tieSa jaudas limena kontrole no vadibas panela.

- yes: tiedi pieklustiet iecienitakajam funkcijam ar konfiguréjamu
pogu.

- 17 jaudas pakapes: precizi pielago siltumu ar 17 jaudas limeniem (9
galvenie limeni un 8 starplimeni).

- Siltuma saglab.funkcija: via HC app/MyButton: uztur vienmeérigu
siltumu, izmantojot mazu jaudas limeni.

- IzslégSanas taimeris: izslédz gatavosanas zonu péc iestatita laika
beigam (piem., varitam olam).

- alternative: péc iestatita laika beigam atskan bridinajuma signals
(piem., pastai).

- Skalumu var pielagot personigajam vélmém un vajadzibam.

Laika ietaupisana
- PowerBoost funkcija visam sildzonam
- : plits virsma uzsilst atrak, pateicoties par 50% lielakai jaudai.

- via HC app/MyButton: pannas uzsilst atrak, salidzinot ar augstako
standarta jaudas limeni, ka ari tiek aizsargats pannas parklajums.

- QuickStart funkcija: kad ieslégta nosaka gatavosanas trauka
atrasanas vietu (kas novietots uz izslégtas plits) un automatiski
parada atbilstoSo gatavosanas zonu vadibas paneli.

- ReStart funkcija: nejausas izslégSanas gadijuma, lauj atjaunot
iepriekséjos iestatijumus, ja plits virsmu ieslédz 4 sekunzu laika.

Specifikacija

- 11 frying levels: novérs édiena piedegsanu, jo ieblvétais sensors
automatiski regulé temperatdru.

- Dish assistant funkcija: izmantojiet Home Connect lietotni un érti
atrodiet piemérotu temperatiras iestatijumu konkrétai maltitei, ko
vélaties pagatavot.

Savienojamiba

- Attala uzraudziba un vadiba: izmantojot Home Connect lietotni varat

parbaudit vai plits ir izslégta, ja neesat majas, ka ari atrast receptes
vai papildfunkcijas.

- via MyButton: atklajiet viedo pasauli ar savu plits virsmu
(nepieciesami partneru pakalpojumi).

- Atjaunojama iekarta (pieejama ar savienotu Home Connect kontu):
saglabajiet iekartu vienmér atjauninatu ar jaunako programmatdras
versiju.

Dizains

- Hightrans Eco Matt: elegants matéts stikla-keramikas dizains, kas
mazak paklauts redzamam skrambam un pirkstu nospiedumiem.

- Bosch AccentLine, corner printed brand logo ekskluziva zonu druka:
minimalistisks dizains, pateicoties zonu tumsajai drukai.

Drosiba

- Divpakapju atlikus$a siltuma indikatori katrai sildzonai: norada, kura
sildzona vél ir karsta vai silta.

- Bérnu drosibas slédzis: novérs neplanotu plits virsmas ieslégsanu.

- Pauzes funkcija: apturiet karsésanu, pieméram, lai atbildétu uz
durvju zvanu.

- Galvenais slédzis: ar vienu pogu var izslégt visas gatavosanas zonas.

- Dros$ibas atslégsanas: drosibas nollkos plits virsma parstaj uzsilt
péc ieprieks iestatita laika (pielagojams)

Uzstadisana

- Izmérs (AxPxD mm): 223 x 812 x 520

- NepiecieSamais nisas izmérs uzstadisanai (AxPxD mm) : 223 x 750 x
(490-500)

- Min. darba virsmas biezums: 16 mm
- Savienojuma slodze: 7400 W W

- PowerManagement funkcija: lauj ierobezot maksimalo jaudas
limeni, ja tas nepiecieSsams (atkarigs no elektroinstalacijas
drosinatajiem).

- Vads: 1.1, piesléguma kabela veids: Trisfazu

Aksesuari
- leklauts 1 x Clean Air Plus smaku filtrs
- lespéjama uzstadisana uz gridas novietota virtuves skapiti.

Integréta ventilacijas sistéma

- Indukcijas plits virsma ar pilniba integrétu augstas veikstpéjas
lejupejosas gaisa plismas tvaika nosicéju.

Piemérots konfiguracijai nostksanai kanala vai ar recirkulaciju
(tostarp dazadiem programmatiras rezimiem). Piederumi
recirkulacijai bez kanala, tostarp Cetri cleanAir smaku filtri un
teleskopisks bidams elements, ir ietverti gatavoSanas virsma.
Piederumi citam uzstadisanas iespéjam ir pieejami, vairak
informacijas planojuma piezimés.

Estétisks, pilniba ieblvéts dizains ar mainigu, siltumizturigu stikla
keramikas sildelementu gatavo$anas brivibai un értai gatavosanas
trauku novietosanai uz plits virsmas.

- Izmantojot gatavosanas zonu, automatiski ieslédzas ventilacijas
sistéma.

- - Automatiski izsledzas velak péc gatavosanas, lai novérstu
aromatus (ventilators ar ipasi zemu trok$nu limeni, 12 min
ventilacijas rezima, 30 min recirkulacijas rezima, var izslégt
manuali).

- Augstas veiktspéjas tvaika nostcéjs ar zemu troksnu limeni un
BLDC tehnologiju. Liela nostk$anas jauda ar zemu trok$nu limeni,
pateicoties psihoakustiski un aerodinamiski optimizétam iek§éjam
karkasam. Augsta noturiba pret spiedienu pat sarezgitas
instalacijas.

- Viegli nonemams un tirams tauku filtrs un $kidruma
savacéjelements:
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- - Erta ierices nonemsana ar vienu roku, izmantojot neslidosu stikla
keramikas rokturi.

- Integreti, liela izméra, augstas veiktspéjas nerliséjosa térauda
tauku filtri ar 12 filtréSanas slaniem un vienu melnu aug$éjo slani
estétiskas integracijas uzlabosanai. Tauku filtréSanas efektivitate
94.

- Visas ierices dalas ir viegli tiramas, mazgajamas trauku
mazgajamaja masina un izturigas pret karstumu.

- (Augseja) skidruma savacéja tvertne ar 200 ml ietilpibu standarta
nejausam noplidém vai gatavoSanas laika radusas kondensata
savaksanai.

- Jaudiga drenazas sistéma nopludém, kas parsniedz 200 ml
skidruma.

- DroSibas savacéjs Skidrumam ar papildu ietilpibu 700 ml lielakam
Skidruma nopladém. Var mazgat trauku mazgajama masina. Viegli
pieejams un nonemams no apaks$puses.

- Kopéja ietilpiba 900 ml (200 mL + 700 ml).
- - Udensnecaurlaidiga tvaika nosicéja sistéma.

- Erta nonemsana ar vienu roku, izmantojot stikla keramikas rokturi.

- Integrets, liels, jaudigs neriiséjos$a térauda tauku filtrs ar 12
filtréSanas limeniem un vienu melnas krasas virskartu estétiskam
dizainam. Tauku filtréSanas jauda 94.94.94.

- Visas dalas ir viegli tiramas un karstumizturigas. Var mazgat trauku
mazgajama masina.

- (Augs$éjais) Skidruma savacéjs ar 200 ml tilpumu standarta

situacijas, kad nejausi kaut kas izlist vai gatavosanas laika veidojas
kondensats.

- - Jaudiga drenazas sistéma gadijumiem, kad izlist vairak neka

200 ml skidruma.

- Dross skidruma savacéjs ar papildu tilpumu (700 ml). Var mazgat
trauku mazgajama masina. Viegli pieejams un iznemams no
apaksas.

- Kopéjais skidrumu savaksanas tilpums ir 900 ml (200 ml + 700
ml).

- - Udensnecaurlaidiga nosicéja sistéma.

Ventilacijas sistéemas veiktspéja:

- Nostksanas jauda recirkulacijas rezima (saskana ar standartu EN
61591): min. jauda normala lieto$anas rezima 154 , maks. jauda
normala lieto$anas rezima 500, maks. jauda ar Boost-/Intensive
i622.

- Trok$nu limenis recirkulacijas rezima (trok$nu limena jauda
atbilstosi standartam EN 60704-3): min. trok$nu limenis normala
darbibas rezima 42 re 1 pW, maks. trok$nu limenis normala
darbibas rezima 69 re 1 pW, maks. trok3nu limenis Boost-/intensiva
darbibas rezima 74re 1 pW.

- - Tauku filtra efektivitate (atbilstosi standartam EN 61591) 94.

Visi veiktspéjas dati ir pagaidu un balstiti uz testéSanas rezultatiem
prototipos. Dati tiks atjaunoti péc gala produktu testéSanas.

- - NosUks$anas jauda (saskana ar standartu EN 61591): min. normala
rezima 154 , maks. normala rezima 500 , maks. Boost-/Intensiva
rezima 622 .

- Nostksanas jauda recirkulacijas rezima (saskana ar standartu EN
61591): min. normala rezima 117 , maks. normala rezima 487 ,
maks. Boost-/Intensiva rezima 595.

- Trok$na limenis nostk8anas rezima (trok3na limena mérijums

saskana ar standartu EN 60704-3): min. normala rezima 42 re 1
pW, maks. normala rezima 69 re 1 pW, maks. Boost-/Intensiva
rezima 74 re 1 pW.

- Trok$na limenis recirkulacijas rezima (trok$na limena mérijums
saskana ar standartu EN 60704-3. ): min. normala rezima 41 re 1
pW, maks. normala rezima 68 re 1 pW, maks. Boost-/Intensiva
rezima 72 re 1 pW.

- - Tauku filtra efektivitate (saskana ar standartu EN 61591) 94.

- Informacija par patérinu un energoefektivitati (saskana ar Regulu
(ES) Nr. 65/2014):

- - Energoefektivitates klase: B(energoefektivitates klasu diapazons
A+++ to D).

- - Skidruma savaksanas efektivitate: A.
- - Vidéjais elektroenergijas patérins: 57.
- - Tauku filtru efektivitate: B.

- - Min. un maks. troksna limenis normala lieto$anas rezima: 42 & 69
.B (atbilstosi energoefektivitates klasu diapazonam A+++ to D).

- - Energoefektivitates klase: B (energoefektivitates klasu diapazons
no A+++ lidz D).

- - Skidruma savaksanas efektivitate: A A .A .

- Vidéjais elektroenergijas patérins: 57 kW.
- Tauku filtra efektivitates klase: B .

- Min. un maks. troksnis normala rezima iestatijuma: 42 & 69 .

2 x 2 tiesi integrétu, augstas veiktspéjas cleanAir smaku filtru
komplekts (recirkulacijas konfiguracija).

- - Optimizéta smakas samazinasanas veiktspéja édiena gatavosanai
ar sarezgitam aromata molekulam (pieméram, zivim).

- Liela izméra filtra virsma ar lielam smakas samazinasanas
iespejam.

- 360 stundu ilgs nepartrauktas gatavosanas laiks (neatjaunojoss).

- Zema trok$na limena filtri ar optimizétu psihoakustiku.

- - Viegli pieejami un nonemami no aug$puses.

- Piesatinajuma indikacijas cleanAir smakas filtram, izmantojot
lietotaja interfeisa pazinojumu un lietotni Home Connect, ar értu
atkartotas pasatisanas iespéju filtru nomainai (papildinasanas
cleanAir filtru komplekts HEZ9VRCRO).

- NosUksanas rezima konfiguracijai: 2 x 2 tiesi integrétu, augstas
veiktspéjas zema troksna limena akustisko filtru komplekts
ievérojami zemakam troks$na limenim un uzlabotai psihoakustikai.

- Optimala aromatu samazinasanas funkcija gatavosanas laika,
pieméram, gatavojot zivi.
- Liela filtréSanas platiba ar augstu smaku nostksanas veiktspéju.

- Funkcija pret ziedputek$niem: filtrs notver loti lielu daudzumu
gaisa esoso ziedputek$nu un deaktivizé alergénus, kurus notver
filtrs.

- - Kalposanas laiks: 360 stundas gatavosanas (neatjaunojas).
- Filtri ar zemu trok$nu limeni un optimizétu psihoakustiku.
- Vlegli pieejams un viegli nonemams no augsas.

- CleanAir rezerves filtru komplekts HEZ9VRCRO.

- Tvaika nostkS$anas konfiguracija nepiecieSams integrét 2x2 augstas
veiktspéjas filtrus ar zemu trok$nu limeni.

Planosanas un uzstadisanas noradijumi

- Piemeérots tvaika nostcéjiem nosuksanas un recirkulacijas rezima 4
dazados variantos (bez kanala, daleji un pilniba kanala recirkulacija
vai nostksana kanala). Recirkulacijai bez kanala nepieciesamie
piederumi, tostarp Cetri Clean Air Plus smaku filtri un teleskopisks
bidams elements, ir ietverti gatavoSanas virsma. letvertie piederumi
lauj uzstadisanu paveikt atri un viegli, un ierici var uzstadit darba
virsma, kas ir 60 dzila vai dzilaka. Citu veidu uzstadisanai ieteicams
izmantot kadu no talak minétajiem piederumu komplektiem.

- HEZ9VDKR1 daléja kanalu recirkulacija 60 cm dzilam un dzilakam
darba virsmam, kas ir ne vairak ka 960 mm augstas. HEZ9VDKRO
daléja kanalu recirkulacija 70 cm dzilam un dzilakam darba
virsmam, kas ir ne vairak ka 960 mm augstas.

- HEZ9VEDUO nosiksanai ar kanaliem.

Lai pabeigtu nosuk3anas sistému vai veiktu jebkadu citu atsevisku
recirkulacijas planosanu, ir pieejami dazadi kanalu piederumi.

3/



BOSCH

- Planosanas ieteikumi:

- - Uzstadit iespéjams gan virtuves sala, gan izkartojuma ar virtuvi pie
sienas.

- Produkts atbilst Adatliesmas testa (saskana ar IEC 60695-5-11),
V2 uzliesmojamibas klasei (saskana ar UL94) un B1 celtniecibas

materialu klasei (DIN 4102-1). Sakuma komplekts HEZ9VRUDO
recirkulacijai bez kanaliem ari atbilst Siem standartiem..

- Maks. ievieto$anas dzilums ir 223 mm zem stikla no augsas
uzstaditam iericém un 227 mm virsmas limeni uzstaditam iericém.

- lerice jauzstada ta, lai tai var brivi pieklat no apaksas (piem., lai
pieklatu apakséjam skidruma savacéjam). - Nav nepiecieSama
dekorativa grida zem plits virsmas ar integréto lejupejosu
ventilacijas sistému. Virtuves skapisiem un/vai plauktiem jabat
iznemamiem. Brivi stavosu skapi$u aizmuguréja siena var palikt, jo
ir nepieciesams tikai izgriezt nelielu caurumu gaisa izvadei
(novietojums un izmérs atbilstosi uzstadisanas instrukcijas
noraditajam).

-"Plug 'n Play" sakuma komplektam HEZ9VRUDO recirkulacijai bez
kanaliem nepiecieSama vertikala atvere vismaz 25 mm aiz mébeles
aizmuguréjas sienas. leteicamais attalums idealai veiktspéjai ir

50 mm.

- Minimalais darba virsmas biezums ir 16 mm no augsas uzstadamu
un virsmas limeni uzstadamu iericu gadijuma, ja tam ir standarta
uzstadiSsanas sistéma. Ari uzstadisana planakas darba virsmas ir
iespéjama ar atsevisku detalu: detala 626792.

- Kopéjais ierices svars ir 26 kg — nestspéja un stabilitate, it ipasi
loti planu darba virsmu gadijuma, japalielina, izmantojot
piemérotus komplektus. Janem véra ierices kopéjais svars un darba
virsmas razotaja konstrukcijas stipribas specifikacijas.

- "Plug 'n Play" sakuma komplekts HEZ9VRUDO recirkulacijai bez
kanaliem lauj uzstadisanu veikt atri un viegli, ka ari lauj to ieplanot
darba virsmam, kuru dzilums ir 260 cm. Uzstadisanai ar kanaliem -
nostks$anai ar kanaliem (HEZ9VEDUO), ka ari pilnai caurulvadu vai
daléjai caurulvadu recirkulacijai (HEZ9VRPDO) - darba virsmas
dzilumam jabat 270 cm.

- Tvaika nosuceéjiem ar daléju caurulvadu un bez caurulvada
recirkulacijas rezima cokola zona jaievéro atgriezeniskas plismas
apertiira 2400cm?. Apertiru var realizét, izmantojot izejas rezgus,
ventilacijas rezgus vai nedaudz samazinatus cokolus atkariba no
virtuves mébelu razotaja sortimenta.

- Gaisa izvadam ierices aizmugureé var veikt pieslégumu ar
savienotajelementu (DN 150).

- Pret spiediena samazinasanos nodroSinatais patéjs lauj veidot
garakus un sarezgitakus kanalus lidz 8 m garuma ar tris 90°
likumiem, vienlaikus saglabajot pietiekamu veiktspéju.

- - Uzstadot tvaika nosicéju ar ventilaciju un nostksanu ar vilkmes
kanalu kamina ar skurstena ventilaciju, ierices stravas padevei
nepiecieSams piemérots drosibas slédzis. Tas nav nepiecieSams
konfiguracijam ar recirkulaciju.

- - Nosuksanas konfiguracijas ar vilkmes kanalu jauzstada

vienvirziena slégs (vai atpakalplismas uztvéréjs) ar ne vairak ka

65 Pa atvérsanas spiedienu.

- Uzstadit iespéjams gan virtuves sala, gan izkartojuma ar virtuvi pie
sienas.

- Produkts atbilst Adatliesmas testa (saskana ar IEC 60695-5-11),
V2 uzliesmojamibas klasei (saskana ar UL94) un B1 celtniecibas
materialu klasei (DIN 4102-1). Sakuma komplekts HEZ9VRUDO
recirkulacijai bez kanaliem ari atbilst Siem standartiem.

- Maks. ievietoSanas dzilums ir 223 mm zem stikla no augsas
uzstaditam iericém un 227 mm virsmas limeni uzstaditam iericém.

- lerice jauzstada ta, lai tai var brivi pieklat no apaksas (piem., lai
pieklatu apakséjam skidruma savacéjam).

- Nav nepieciesama dekorativa grida zem plits virsmas ar integréto
lejupejosu ventilacijas sistéemu. Virtuves skapisiem un/vai plauktiem
jabat iznemamiem. Brivi stavoSu skapisu aizmuguréja siena var

palikt, jo ir nepieciesams tikai izgriezt nelielu caurumu gaisa izvadei
(novietojums un izmérs atbilstosi uzstadisanas instrukcijas
noraditajam).

- "Plug 'n Play" sakuma komplektam HEZ9VRUDO recirkulacijai bez

kanaliem nepiecie$ama vertikala atvere vismaz 25 mm aiz mébeles
aizmuguréjas sienas. leteicamais attalums idealai veiktspéjai ir
50 mm.

- Minimalais darba virsmas biezums ir 16 mm no augsas uzstadamu

un virsmas limeni uzstadamu iericu gadijuma, ja tam ir standarta
uzstadisanas sistéma. Ari uzstadisana planakas darba virsmas ir
iespéjama ar atsevisku detalu: detala 626792.

- Kopéjais ierices svars ir 26 kg — nestspéja un stabilitate, it ipasi

loti planu darba virsmu gadijuma, japalielina, izmantojot
piemérotus komplektus. Janem véra ierices kopéjais svars un darba
virsmas razotaja konstrukcijas stipribas specifikacijas.

- Tvaika nosucéjiem ar daléju caurulvadu un bez caurulvada

recirkulacijas rezima cokola zona jaievéro atgriezeniskas plismas
apertiira 2400cm?. Apertiru var realizét, izmantojot izejas rezgus,
ventilacijas rezgus vai nedaudz samazinatus cokolus atkariba no
virtuves mébelu razotaja sortimenta.

- Gaisa izvadam ierices aizmugureé var veikt pieslégumu ar

savienotajelementu (DN 150).

- Pret spiediena samazina$anos nodrosinatais patéjs lauj veidot

garakus un sarezgitakus kanalus lidz 8 m garuma ar tris 90°
likumiem, vienlaikus saglabajot pietiekamu veiktspéju.

- Uzstadot tvaika noslicéju ar ventilaciju un nostdksanu ar vilkmes

kanalu kamina ar skurstena ventilaciju, ierices stravas padevei
nepiecieSams piemérots drosibas slédzis. Tas nav nepiecieSams
konfiguracijam ar recirkulaciju.

- Nosuksanas konfiguracijas ar vilkmes kanalu jauzstada

vienvirziena slégs (vai atpakalplismas uztvéréjs) ar ne vairak ka
65 Pa atvérsanas spiedienu.
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Sérija 6, Indukcijas plits virsma ar
integrétu ventilacijas sistému, 80 cm,
Plakana melna, plits virsma ar
térauda rami

PVQ89BH26E

Izméri mm

600" 2600

Izméri mm
| 2700 A: Caurules garums
B: Virtuves augstums
612 C:90° L izméra likums
122»le—— 490 > D: Savienotaja uzmava
* »‘ E: Difuzors

Caurulvadu komplekts, pieejams
darba virsmam ar 2 700 mm
dzilumu un I\dz 960 mm augstumu

Uzstaditajam jaizvélas caurules
garaums un nepiecieSamibas
gadijuma caurule janogriez
atbilstosi virtuves augstumam

S AT -
500 | <960
1000 | > 960

Izméri (mm)

BOSCH

A: Atkapes dzilums

B: Caurulvadam ir nepiecieSams izgriezums
aizmuguréja paneli. Precizu izméru un
poziciju var atrast atbilsto$aja ziméjuma.

C: Visus 80 cm dziluma modelus var uzstadit
uz 60 cm plas§am mébelém, regul&jot sanu

panelus.
Izméri mm
2650
574
» 84 le— 490 —»|
L
XN

A: Caurules garums

B: Virtuves augstums
C:90° M izméra likums
D:90° L izméra Ikums
E: Savienotaja uzmava
F: Difuzors

G: Saisinata atvilkine

Uzstaditajam jaizvélas caurules
garaums un nepiecieSamibas
gadijuma caurule janogriez
atbilstosi virtuves augstumam

S|
500 | <940
1000 | > 940
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Izméri mm

2600

547

57‘47 490 —»|

Izméri mm

Izméri mm

A: Caurules garums

B: Virtuves augstums
C:90° S izméra Ikums
D: 90° L izméra Ikums
E: Savienotaja uzmava
F: Difuzors

G: Saisinata atvilktne

Caurulvadu komplekts, paredzéts
darba virsmam ar 2 600 mm
dzilumu un I\dz 960 mm augstumu

Uzstaditajam jaizvélas caurules
garaums un nepiecieSamibas
gadijuma caurule janogriez
atbilstosi virtuves augstumam

A B
500 <990
1000 | >990

Izméri mm

Izméri mm
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Izméri mm

‘ (E)

A E F G H
S izmérs 2600 | 547 | 545 | 579
M izmérs 2650 | 574 | 569 | 603
L izmérs 2700 | 612 | 609 | 643
A:90° likums

B: Savienotaja uzmava
C: Taisna caurule
D: 90° apalas-plakanas formas adapters

[zméri mm

A: lebuves dzilums

Izméri mm

! (E) |

A E F G H
S izmérs =600 | 547 | 451 | 389
M izmérs 2650 | 574 | 475 | 413
L izmérs 2700 | 612 | 515 | 453
A:90° ltkums

B: Savienotaja uzmava
C: Taisna caurule
D: Apalas-plakanas formas taisns adapters

Izméri mm

[ =700

\ 4

A: Apalas-plakanas formas adapters

_\ﬁ
(A) ...... 5 \ < 470 >
\
< } 616 >
B 648 .
|

1
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Izméri mm

A: minimalais attdlums no iedobes griezuma
lidz sienai

B: legrimes dzilums

C: darbvirsmai, kura tiek iebaveéts sildrinkis,
jaiztur apm. 60 kg slodze, ja nepiecieSams,
ar atbilstoSu apakskonstrukciju palidzibu.

D: Aizmugurgja siena jabat griezumam vadu
izvilk8anai. Precizu lielumu un poziciju
var skatit specifiskajos raséjumos.

Izméri mm
Skats no priekSpuses - mébeles izgriezums
cirkuléjosajam gaisam bez kanala

Izméri mm
Skats no priekSpuses

|

A: tieSi pieslégts pie aizmuguréjas dalas

Uzstadot tiesi pret aréjam sienam, kuras
nav siltumizolétas (u 2 0,5 W/m?2°C),
més iesakam izmantot dalgji vai pilnTgi
novaditas recirkulacijas konfiguracijas.

___________________

___________________




Izméri (mm)
Priek$éjais skats

A [ : INN\\NY

N
H o
o
v
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