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leklautie piederumi

1 x Clean Air Plus smaku filtrs

Papildu piederumi

Z9401TYO Teppan Yaki, Z9403FF0 Flex pannu komplekts, 3 gab.,
Z9404FFO0 Flex pannu komplekts, 4 gab., Z9404SEQ 4 pieces Set,
Z9406SEQ 6 pieces Set, Z9410X1 Nerds. tér. ceps. katls ar stikla
vaku, Z9416X2 Plates veida panna, Z9424CFO0 Fry pan, coated
24cm @, Z9428CF0 Fry pan, coated 28cm @, Z9428FEQ Iron pan @
18/ 28 cm, Z9801TWAYO Twist Pad Flex, Anthracite Grey,
Z9801TWBYO Twist Pad Flex, Brushed Bronze, Z9801TWDYO Twist
Pad Flex, Deep Black, Z9801TWMYO Twist Pad Flex, Metallic Silver,
Z1365WX0 Wireless food thermometer, Z811DUO Acoustics Filter,
Z821PD1 Plinth Diffusor, Z821VR1 Clean Air Plus odor filter
(replacement), Z861KE1 Exhaust kit, Z861KRO Recirculation kit 2
L-bow (70cm), Z861KR1 Recirculation kit S and L-bow (60cm),
Z861SB1 90° flat duct bend horizontal, Z861SB2 90° flat duct L
vertical, Z861SB3 90° flat duct M vertical, Z861SB4 90° flat duct S
vertical, Z861SI0 Adapter round-flat, Z861SI1 90° Adapter
round-flat, Z8B61SM1 Straight tube 500mm, Z861SM2 Straight
tube 1000mm, Z861SST1 Connector sleeve (female), Z861SS2 Flex
sleeve (female), Z9401FF0 Flexpan, didelis

cook. create. inspire.

Saja indukcijas pliti ar iebiivétu ventilaciju ir apvienotas divas

ierices, nodrosinot parskatamibu édiena gatavosanas laika.

V" Matéta melna virsma: viegla kopsana, mazak pirkstu nospiedumu
un skrapé&jumu.

V' Pagarinatas cep$anas sensors: uzraugi vélamo temperatdru un
izvairies no édiena piedegsanas.

v Flex Design: pielago savas plits virsmu ar atseviski izvél&tu Twist
Pad Flex® kada no ¢etram krasam.

V' Automatiskais gaisa sensors — pastavigi pielago tvaika
nostksanas atrumu atbilstosi situacijai virtuve.

v Intuitivas Flex zonas: novieto savus traukus! Acumirkli atpazist
izméru, formu un novietojumu.

Pazimes

Tehniska informacija

Produkta nosaukums/saime: .Gatavosanas zona no keramika

DIZAINS: .ttt lebavéts
Energijas pievade: ........coooiiiiiiiiie Elektrisks
Vienlaikus izmantojamo poziciju SKaits: .........cccceevviiieiiiiieeiiien 4
1€rTCeS PlatUmMS: o ooviiiiiiiii e 792 mm
Produkta iZmeri: ......coooiiiiiiiie e 227x792x512 mm
lepakota produkta izméri (XxXYXZ): ....ooovveenen.. 440x940x660 mm
NETO SVAIS: .ottt 25.8 kg
BrUtO SVAIS: ..eoiiiiii e 30.6 kg

Atlikusa siltuma indikators: ..

Vadibas panela novietojums:

Pamatvirsmas materials: .........cccocoiiiiiiiiiiiiiiiee Keramika
VIFSM@S KFASA: -.eevveieiieeiiieeiit e Matéti melns
Stravas vada garumsS: ....eeeevieeieeiiie e 110 cm
NOPIOMDBELTi dEgliz . ..eieiiiiiiiiiiei e Né
PowerBoost funkcija: ........ . Visas gatavoSanas zonas

2. sildelementa jauda (KW): ...coooviiiiiiiiieieeceee 3300.0 W
Atruma iestatijumu skaits: .... 17-posmi + 2 intensivie
Maksimala gaisa NOSUCE: ......oevuviiiieeiieiii e 500 m*/h
Paaugstinatas pozicijas izejas recirkulacija: ................... 595.0 m*/h
Maksimala gaisa recirkulacija: ........cccccooieiiiiiiiiiiiininne. 499 m/h
Paaugstinatas pozicijas gaisa nosiknésana: .................... 622 m*/h
Trok3na lTMenis: .....cc..cooeiiviiiiiiecieeeee e 69 dB(A) re 1pW
SMAKU FIETS: oo Né
Filtra tiriSanas atgadinajumi: .......cceevveeiieiieeeie e Ja

Drosinataju aizsardziba: ... ..GENERAL.N_A A

Spriegums: ........ccceeee.. ..220-240/380-415V
FreKVENCE: ..ot 50-60 Hz
leklautie piederumi: .......ccccovviieeenne.. 1 x Clean Air Plus smaku filtrs
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Pazimes

« 80 cm cm: vieta 4 katliem vai pannam.

Kombin&jamas gatavoSanas zonas

« 2 Flex zones: novietojiet jebkura izméra vai formas gatavosanas
traukus uz paplasinamas 40 cm sildzonas.

» Gatavosanas zona priek$pusé pa kreisi: 200, 230 mm, 2.2 kW
(maks. jauda 3.7 kW)

» Gatavosanas zona aizmuguré pa kreisi: 200, 230 mm, 2.2 kW
(maks. jauda 3.7 kW)

 Gatavosanas zona aizmuguré pa labi: 200, 230 mm , 2.2 kW (maks.
jauda 3.7 kW)

» Gatavosanas zona priekdpusé pa labi: 200, 230 mm, 2.2 kW (maks.
jauda 3.7 kW)

LietoSanas értums

* Twistpad collection: tiesi parvaldiet jaudu ar divam nonemamam,
magnétiskam pogam.

« Light Dialog ar divu krasu displeju (balts/sarkans): uzreiz redziet,

kura gatavos$anas zona uzsilst un kura funkcija tiek izmantota,
pateicoties divu krasu displejam.

« yes: tiesi piek|Ustiet iecienitakajam funkcijam ar konfiguréjamu
pogu.

» 17 jaudas pakapes: precizi pielago siltumu ar 17 jaudas limeniem (9
galvenie limeni un 8 starplimeni).

« Siltuma saglab.funkcija: via HC app/MyButton: uztur vienmérigu
siltumu, izmantojot mazu jaudas limeni.

* IzslegSanas taimeris: izslédz gatavosanas zonu péc iestatita laika
beigam (piem., varitam olam).

« alternative: péc iestatita laika beigam atskan bridinajuma signals
(piem., pastai).

« Skalumu var pielagot personigajam vélmém un vajadzibam.

Laika ietaupiSana

» powerBoost funkcija visam varisanas zonam

« : plits virsma uzsilst atrak, pateicoties par 50% lielakai jaudai.

* via HC app/MyButton: pannas uzsilst atrak, salidzinot ar augstako
standarta jaudas limeni, ka arf tiek aizsargats pannas parklajums.

» Gatavosanas zonas automatiski tiek apvienotas vai atdalitas, nemot
véra gatavosanas trauku izméru un formu.

* ja: parvietojot katlu uz citu sildzonu, tiek saglabati tie pasi
iestatijumi.

« Parvietojot katlu, iestatijumi tiek automatiski pielagoti un
gatavosanas zona pielagojas gatavosanas trauka izméram

* yes: péc ieslégsanas plits virsma automatiski nosaka gatavosanas
zonu, kura novietots jaunais gatavosanas trauks.

* QuickStart funkcija: kad ieslégta nosaka gatavosanas trauka
atrasanas vietu (kas novietots uz izslégtas plits) un automatiski
parada atbilsto3o gatavosanas zonu vadibas panelr.

* Restart funkcija: nejausas izslégsanas gadijuma, lauj atjaunot
iepriek$gjos iestatijumus, ja plits virsmu ieslédz 4 sekunZu laika.

Specifikacija

* 11 frying levels: novérs édiena piedegsanu, jo iebavétais sensors
automatiski regulé temperatdru.

« Dish assistant funkcija: izmantojiet Home Connect lietotni un érti
atrodiet piemérotu temperataras iestatijumu konkrétai maltitei, ko
Vélaties pagatavot.

Savienojamiba

« Attala uzraudziba un vadiba: izmantojot Home Connect lietotni
varat parbaudit vai plits ir izslégta, ja neesat majas, ka arf atrast
receptes vai papildfunkcijas.

« via MyButton: atklgjiet viedo pasauli ar savu plits virsmu
(nepiecie3ami partneru pakalpojumi).

« Atjaunojama iekarta (pieejama ar savienotu Home Connect kontu):
saglabajiet iekartu vienmér atjauninatu ar jaunako programmatdras
VErsiju.

Dizains

 Helios LED Matt: elegants matéts stikla-keramikas dizains, kas
mazak paklauts redzamam skrambam un pirkstu nospiedumiem.

« Dizaina Iinija: viena limenT ar virsmu

» Neff Collection ekskluziva zonu druka: minimalistisks dizains,
pateicoties zonu tumsajai drukai.

Drosiba

« Divpakapju atlikusa siltuma indikatori katrai sildzonai: norada, kura
sildzona vél ir karsta vai silta.

» Bérnu drosibas slédzis: novérs neplanotu plits virsmas ieslégsanu.

 Pauzes funkcija: apturiet karsésanu, pieméram, lai atbildétu uz
durvju zvanu.

« Galvenais slédzis: ar vienu pogu var izslégt visas gatavosanas zonas.

* Drosibas atslégsanas: drosibas noldkos plits virsma parstaj uzsilt péc
ieprieks iestatita laika (pielagojams)

Uzstadisana

e |zmérs (AxPxD mm): 227 x 792 x 512

« Nepieciesama nisas vieta uzstadisanai (AxPxD mm): 227 x 796
x516

* Min. darba virsmas biezums: 16 mm
 Savienojuma slodze: 7400 W W

« PowerManagement funkcija: |auj ierobezot maksimalo jaudas limeni,
ja tas nepieciesams (atkarigs no elektroinstalacijas drosinatajiem).

« Vads: 1.1, piesleguma kabela veids: Trisfazu

Aksesuari
« leklauts 1 x Clean Air Plus smaku filtrs

» Piemérota uzstadisanai akmens, granita vai sintétisku materialu
darba virsmas. Lai uzstaditu citu materialu darba virsmas,
konsultéjieties ar darba virsmu razotaju.

* lespéjama uzstadisana uz gridas novietota virtuves skapiti.

Integréta ventilacijas sistéma

« Indukcijas plits virsma ar pilniba integrétu augstas veikstpéjas
lejupejosas gaisa plismas tvaika nostcéju.

« Piemérots konfiguracijai nostksanai kanala vai ar recirkulaciju
(tostarp dazadiem programmataras rezimiem). Piederumi
recirkulacijai bez kanala, tostarp Cetri cleanAir smaku filtri un
teleskopisks bidams elements, ir ietverti gatavosanas virsma.
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Pazimes

Piederumi citam uzstadisanas iespéjam ir pieejami, vairak i622.
informacijas planojuma piezimés. « - Trok$nu limenis recirkulacijas rezima (trok$nu lfmena jauda

« Estétisks, pilniba iebaveéts dizains ar mainigu, siltumizturigu stikla atbilstosi standartam EN 60704-3): min. trok3nu limenis normala
keramikas sildelementu gatavo3anas brivibai un értai gatavosanas darbibas rezima 42 re 1 pW, maks. troksnu limenis normala darbibas
trauku novietosanai uz plits virsmas. rezima 69 re 1 pW, maks. troksnu [imenis Boost-/intensiva darbibas

* - Izmantojot gatavosanas zonu, automatiski ieslédzas ventilacijas rezZima 74re 1 pW.
sistéma. « - Tauku filtra efektivitate (atbilstosi standartam EN 615971) 94.

« - Uz sensoriem vai plits virsmas balstita pilniba automatiska jaudas « Visi veiktspéjas dati ir pagaidu un balstiti uz testéSanas rezultatiem
[imenu kontrole, izmantojot ipasu algoritmu maksimalai értibai. prototipos. Dati tiks atjaunoti péc gala produktu testésanas.

» - 3 iespé&jami jutibas rezimi maksimalai értibai (ar zemu troksnu « - Nostk3sanas jauda (saskana ar standartu EN 61591): min. normala
[fmeni, lidzsvarots, ar maksimalu veiktspéju). rezima 154 , maks. normala rezima 500 , maks. Boost-/Intensiva

» - Automatiski izsledzas vélak péc gatavosanas, lai novérstu reZima 622 .
aromatus (ventilators ar ipasi zemu troksnu limeni, 12 min « - Nostk3anas jauda recirkulacijas rezima (saskana ar standartu EN
ventilacijas rezima, 30 min recirkulacijas rezima, var izslégt 61591): min. normala rezima 132 , maks. normala rezima 499 ,
manuali). maks. Boost-/Intensiva rezima 595.

* Augstas veiktspéjas tvaika nostcéjs ar zemu troksnu [imeni un BLDC « - Trok3na limenis nostksanas rezima (trok3na limena mérijums
tehnologiju. Liela nostksanas jauda ar zemu troksnu limeni, saskana ar standartu EN 60704-3): min. normala rezima 42 re 1
pateicoties psihoakustiski un aerodinamiski optimizétam iek3&jam pW, maks. normala rezima 69 re 1 pW, maks. Boost-/Intensiva
karkasam. Augsta noturiba pret spiedienu pat sarezditas instalacijas. rezima 74 re 1 pW.

« Viegli nonemams un tirams tauku filtrs un skidruma « - Trok3na limenis recirkulacijas rezima (trok3na [imena mérijums
savacéjelements: saskana ar standartu EN 60704-3. ): min. normala rezima 41 re 1

« - Erta ierices nonem3ana ar vienu roku, izmantojot neslidosu stikla DVY_, m_aks- normala rezima 68 re 1 pW, maks. Boost-/Intensiva
keramikas rokturi. rezZima 72 re 1 pW.

« - Integréti, liela izméra, augstas veiktspéjas nertséjosa térauda e - Tauku filtra efektivitate (saskana ar standartu EN 61591) 94.
tauku filtri ar 12 filtréSanas slaniem un vienu melnu augséjo slani « Informacija par patérinu un energoefektivitati (saskana ar Regulu
estétiskas integracijas uzlabosanai. Tauku filtrésanas efektivitate (ES) Nr. 65/2014):

94. « - Energoefektivitates klase: B(energoefektivitates klasu diapazons

» - Visas ierices dalas ir viegli tiramas, mazgajamas trauku A+++to D).
mazgajamaja masina un izturigas pret karstumu. « - Skidruma savaksanas efektivitate: A.

.- (Augééjé) Skidruma savacéja tvertne ar 200 ml ietilpibu standarta « - Vidégjais elektroenergijas patéring: 57.
nejausam noplidém vai gatavo3anas laika radusas kondensata ) L

el « - Tauku filtru efektivitate: B.
savaksanai.

- - Jaudiga drenazas sistéma noplidam, kas parsniedz 200 ml * - Min. un maks. troksna limenis normala lietosanas rezima: 42 & 69
ékidrur?wa P ! P .B (atbilstosi energoefektivitates klasu diapazonam A+++ to D).

« - Energoefektivitates klase: B (energoefektivitates klasu diapazons

» - Drosibas savacéjs skidrumam ar papildu ietilpibu 700 ml lielakam N0 A4+ idz D).

skidruma nopladém. Var mazgat trauku mazgajama masina. Viegli

pieejams un nonemams no apak&puses. » - Skidruma savaksanas efektivitate: A A A .

« - Kopéja ietilpiba 900 ml (200 ml + 700 ml). « - Vidéjais elektroenergijas patérins: 57 kW.

» - Udensnecaurlaidiga tvaika nosicéja sistéma. * - Tauku filtra efektivitates klase: B .

« - Erta nonemsana ar vienu roku, izmantojot stikla keramikas rokturi. * - Min. un maks. troksnis normala rezima iestatijuma: 42 & 69 .

« - Integréts, liels, jaudigs nerliséjosa térauda tauku filtrs ar 12 * 2 x 2 tiesi integrétu, augstas veiktspgjas cleanAir smaku filtru
filtréSanas limeniem un vienu melnas krasas virskartu estétiskam komplekts (recirkulacijas konfiguracija).
dizainam. Tauku filtrésanas jauda 94.94.94. « - Optimizéta smakas samazinasanas veiktspéja édiena gatavosanai

« - Visas dalas ir viegli tiramas un karstumizturigas. Var mazgat trauku ar sarezgitam aromata molekulam (pieméram, zivim).
mazgajama masina. » - Liela izméra filtra virsma ar lielam smakas samazinasanas

« - (Augséjais) skidruma savacéjs ar 200 ml tilpumu standarta iespéjam.
situacijas, kad nejausi kaut kas izlist vai gatavosanas laika veidojas « - 360 stundu ilgs nepartrauktas gatavosanas laiks (neatjaunojoss).
kondensats. « - Zema trok$na limena filtri ar optimizétu psihoakustiku.

. fjgudTga drenazas sistéma gadijumiem, kad izlist vairak neka 200 ml « - Viegli pieejami un nonemami no auggpuses.
skidruma. o T . ) ) .

o o . . _ » - Piesatinajuma indikacijas cleanAir smakas filtram, izmantojot

+ - Dross skidruma §ava(v:7ejsiar‘paplld‘u tilpurnu (_700 ml). Var mazgat lietotaja interfeisa pazinojumu un lietotni Home Connect, ar értu
traukvu mazgajama masina. Viegli pieejams un iznemams no atkartotas pasitidanas iespéju filtru nomainai (papildinasanas
apaksas. cleanAir filtru komplekts HEZOVRCRO).

° - Ifopejais Skidrumu savaksanas tilpums ir 900 ml (200 ml + 700 ml). » Nosik3anas reZima konfiguracijai: 2 x 2 tiesi integrétu, augstas

» - Udensnecaurlaidiga nosicéja sistéma. veiktspéjas zema trok3na limena akustisko filtru komplekts

« Ventilacijas sistémas veiktspéja: ievérojami zemakam trokSna limenim un uzlabotai psihoakustikai.

« - Nostksanas jauda recirkulacijas rezima (saskana ar standartu EN + - Optimala aromatu samazinasanas funkcija gatavosanas laika,
61591): min. jauda normala lietosanas rezima 154 , maks. jauda pieméram, gatavojot zivi.
normala lieto3anas rezima 500, maks. jauda ar Boost-/Intensive « - Liela filtrésanas platiba ar augstu smaku nostksanas veiktspéju.
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» - Funkcija pret ziedputeksniem: filtrs notver |oti lielu daudzumu gaisa
esoso ziedputeksnu un deaktivizé alergénus, kurus notver filtrs.

» - Kalposanas laiks: 360 stundas gatavosanas (neatjaunojas).
« - Filtri ar zemu troksnu limeni un optimizétu psihoakustiku.

» - Vlegli pieejams un viegli nonemams no augsas.

» - CleanAir filtru papildinasanas komplekts Z821VRO.

« Tvaika nostik3anas konfiguracija nepieciesams integrét 2x2 augstas
veiktspéjas filtrus ar zemu troksnu limeni.

Planosanas un uzstadisanas noradijumi

 Piemérots tvaika nostcé&jiem nostksanas un recirkulacijas rezima 4
dazados variantos (bez kanala, daleji un pilniba kanala recirkulacija
vai nostksana kanala). Recirkulacijai bez kanala nepieciesamie
piederumi, tostarp Cetri Clean Air Plus smaku filtri un teleskopisks
bidams elements, ir ietverti gatavosanas virsma. letvertie piederumi
lauj uzstadisanu paveikt atri un viegli, un ierici var uzstadit darba
virsma, kas ir 60 dzila vai dzilaka. Citu veidu uzstadisanai ieteicams
izmantot kadu no taldk minétajiem piederumu komplektiem.

- Z821PD0 pilniba vai daléja nostksanas recirkulacijas rezima tvaika
nosdcéjiem ar cleanAir smaku filtriem. Sakuma komplekts Z821UDO
recirkulacijas rezima tvaika nostcé&jiem bez vilkmes kanala ar
cleanAir smaku filtriem.

- Z811DUO0 nostksanai ar vilkmes kanalu.

Lai pabeigtu nostksanas sistému vai veiktu jebkadu citu atsevisku
recirkulacijas planosanu, ir pieejami dazadi kanalu piederumi.
Planosanas ieteikumi:

- Uzstadit iesp&jams gan virtuves sala, gan izkartojuma ar virtuvi pie
sienas.

- Produkts atbilst Adatliesmas testa (saskana ar IEC 60695-5-11), V2
uzliesmojamibas klasei (saskana ar UL94) un B1 celtniecibas
materialu klasei (DIN 4102-1). Sakuma komplekts HEZ9VRUDO
recirkulacijai bez kanaliem arf atbilst Siem standartiem..

- Maks. ievietosanas dzilums ir 223 mm zem stikla no augsas
uzstaditam iericém un 227 mm virsmas [iment uzstaditam iericém.

- lerice jauzstada ta, lai tai var brivi piek|at no apaksas (piem., lai
pieklatu apaks&jam skidruma savacéjam). - Nav nepieciesama
dekorativa grida zem plits virsmas ar integréto lejupejosu ventilacijas
sistému. Virtuves skapiSiem un/vai plauktiem jabat iznemamiem.
Brivi stavosu skapisu aizmuguréja siena var palikt, jo ir nepieciesams
tikai izgriezt nelielu caurumu gaisa izvadei (novietojums un izmérs
atbilstosi uzstadisanas instrukcijas noraditajam).

-'Plug 'n Play" sdkuma komplektam HEZ9VRUDO recirkulacijai bez
kanaliem nepieciesama vertikala atvere vismaz 25 mm aiz mébeles
aizmuguréjas sienas. leteicamais attalums idealai veiktspéjai ir

50 mm.

- Minimalais darba virsmas biezums ir 16 mm no augsas uzstadamu
un virsmas liment uzstddamu ieri¢u gadijuma, ja tam ir standarta
uzstadisanas sistéma. Ari uzstadisana planakas darba virsmas ir
iespéjama ar atsevisku detalu: detala 626792.

- Kopéjais ierices svars ir 26 kg — nestspé&ja un stabilitate, it ipasi loti
planu darba virsmu gadijuma, japalielina, izmantojot piemérotus
komplektus. Janem véra ierices kopéjais svars un darba virsmas
razotaja konstrukcijas stipribas specifikacijas.

- "Plug 'n Play" sakuma komplekts HEZ9VRUDO recirkulacijai bez
kanaliem lauj uzstadisanu veikt atri un viegli, ka arf |auj to ieplanot
darba virsmam, kuru dzilums ir >60 cm. Uzstadisanai ar kanaliem —
nostksanai ar kanaliem (HEZ9VEDUO), ka ari pilnai caurulvadu vai
daléjai caurulvadu recirkulacijai (HEZ9VRPDO) - darba virsmas
dzilumam jabat >70 cm.

« - Tvaika nostcé&jiem ar daléju caurulvadu un bez caurulvada
recirkulacijas rezima cokola zona jaievéro atgriezeniskas plismas

apertira >400cm?. Apertaru var realizét, izmantojot izejas rezgus,
ventilacijas rezgus vai nedaudz samazinatus cokolus atkariba no
virtuves mébelu razotaja sortimenta.

« - Gaisa izvadam ierices aizmuguré var veikt piesléegumu ar
savienotajelementu (DN 150).

« - Pret spiediena samazinasanos nodrosinatais putéjs lauj veidot
garakus un sarezgitakus kanalus lidz 8 m garuma ar tris 90°
[ikumiem, vienlaikus saglab&jot pietiekamu veiktspéju.

e - Uzstadot tvaika nostcéju ar ventilaciju un nostksanu ar vilkmes
kanalu kamina ar skurstena ventilaciju, ierices stravas padevei
nepieciesams piemérots drosibas slédzis. Tas nav nepieciesams
konfiguracijam ar recirkulaciju.

« - Nostksanas konfiguracijas ar vilkmes kanalu jauzstada
vienvirziena slégs (vai atpakalplasmas uztvéréjs) ar ne vairak ka
65 Pa atvérsanas spiedienu.

« - Uzstadit iesp&jams gan virtuves sala, gan izkartojuma ar virtuvi pie
sienas.

« - Izstradajums atbilst standartiem attieciba uz Adatliesmas testu
(saskana ar IEC 60695-5-11), V2 uzliesmojamibas klasi (saskana ar
UL94) un B1 celtniecibas materialu klasi (DIN 4102-1). Sakuma
komplekts Z821UDO for recirkulacijai bez vilkkmes kanala ari atbilst
Siem standartiem.

* - Maks. ievietoSanas dzilums ir 223 mm zem stikla no augsas
uzstaditam iericém un 227 mm virsmas [imenT uzstaditam iericém.

« - lerice jauzstada t3, lai tai var brivi piek|it no apaksas (piem., lai
piek|Gtu apaksgjam skidruma savacéjam).

« - Nav nepieciesama dekorativa grida zem plits virsmas ar integréto
lejupejosu ventilacijas sistému. Virtuves skapisiem un/vai plauktiem
jabat iznemamiem. Brivi stdvosu skapisu aizmuguréja siena var
palikt, jo ir nepiecie3ams tikai izgriezt nelielu caurumu gaisa izvadei
(novietojums un izmérs atbilstosi uzstadisanas instrukcijas
noraditajam).

* -"Plug 'n Play" sakuma komplektam Z821UDO recirkulacijai bez
vilkmes kanala nepieciesama vismaz 25 mm liela vertikala sprauga
aiz mébe|u aizmuguréja panela. Ideélai veiktspéjai ietiecams to
veidot 50 mm lielu.

* - Minimalais darba virsmas biezums ir 16 mm no augsas uzstadamu
un virsmas liment uzstadamu iericu gadijuma, ja tam ir standarta
uzstadisanas sistéma. Ari uzstadisana planakas darba virsmas ir
iespéjama ar atsevisku detalu: detala 626792.

« - Kopéjais ierices svars ir 26 kg — nestspéja un stabilitate, it ipasi |oti
planu darba virsmu gadijuma, japalielina, izmantojot piemérotus
komplektus. Janem véra ierices kopéjais svars un darba virsmas
razotaja konstrukcijas stipribas specifikacijas.

« - Tvaika nostcéjiem ar daléju caurulvadu un bez caurulvada
recirkulacijas rezima cokola zona jaievéro atgriezeniskas plismas
apertara >400cm?. Apertdru var realizét, izmantojot izejas rezgus,
ventilacijas rezgus vai nedaudz samazinatus cokolus atkariba no
virtuves mébelu razotaja sortimenta.

« - Gaisa izvadam ierices aizmuguré var veikt pieslégumu ar
savienotajelementu (DN 150).

« - Pret spiediena samazinasanos nodrosinatais patéjs |auj veidot
garakus un sarezgitakus kanalus lidz 8 m garuma ar tris 90°
[tkumiem, vienlaikus saglabajot pietiekamu veiktspéju.

« - Uzstadot tvaika noslcéju ar ventilaciju un nostksanu ar vilkmes
kanalu kamina ar skurstena ventilaciju, ierices stravas padevei
nepieciesams piemérots drosibas slédzis. Tas nav nepieciesams
konfiguracijam ar recirkulaciju.

- Nostksanas konfiguracijas ar vilkmes kanalu jauzstada
vienvirziena slégs (vai atpakalplismas uztvéréjs) ar ne vairak ka
65 Pa atvérsanas spiedienu.

4/



cook. create. inspire.

N 90, INDUKCIJAS PLITS VIRSMA AR INTEGRETU
VENTILACIJAS SISTEMU. 80 CM, MATET) MELNS,

PLAKANA UZSTADISANA
V68PYX4B0

Zimé&jumi ar izmériem

Izméri mm Izméri (mm)
B: Maks. slipgriezums 1
»600—"] 2600 50 v :Maks. sfipg
- 2 C:6.5
[ "7 490 4’] [+ 227 (D) /}( 70 D: Atkapes dzilums
ENE T }\é E: Caurulvadam ir nepiecieSams

izgriezums aizmuguréja panelr.
Precizu izméru un poziciju var
atrast atbilstosaja ziméjuma.

: Visus 80 cm dziluma modelus
var uzstadit uz 60 cm plasam
meébelém, reguléjot sanu panelus.

R5 g
e I
‘gg s}
796*" =
780*2
Izméri mm Izméri mm
A: Caurules garums 2600 A: Caurules garums
B: Virtuves augstums B: Virtuves augstums
C:90° M izméra likums 547 C:90° S izméra likums
D:90° L izméra Itkums » 47|« 500 > D: 90° L izméra likums
E: gafvienotéja uzmava E: [S){:}vienotéja uzmava
: Difuzors NG o : Difuzors
G: Saisinata atvilktne NN @ G: Saisinata atvilktne
69 <> i
N, 470 o ~
Uzstaditajam jaizvélas caurules [(oy . heee L Caurulvadu komplekts, paredzéts
garaums un nepiecieSamibas i darba virsmam ar 2 600 mm

gadijuma caurule janogriez dzilumu un I1dz 960 mm augstumu
atbilsto$i virtuves augstumam
Uzstaditajam jaizvélas caurules
garaums un nepiecieSamibas
gadijuma caurule janogriez
atbilstosi virtuves augstumam

A B A B
500 <940 500 <990
1000 | >940 1000 | >990
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Ziméjumi ar izmériem

cook. create. inspire.

Izméri mm
| 2700

612

<1 12»‘47 500 —»|

Izméri mm

Izméri mm

A: Caurules garums

B: Virtuves augstums
C:90° L izméra Ikums
D: Savienotaja uzmava
E: Difuzors

Caurulvadu komplekts, pieejams
darba virsmam ar 2 700 mm
dzilumu un I\dz 960 mm augstumu

Uzstaditajam jaizvélas caurules
garaums un nepiecieSamibas
gadijuma caurule janogriez
atbilsto$i virtuves augstumam

A S
500 | =960
1000 | > 960

Izméri mm

Izméri mm
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Ziméjumi ar izmériem

Izméri mm
! (E) |

A E F G | H
S izmérs 2600 | 547 | 545 | 579
M izmérs 2650 | 574 | 569 | 603
L izmérs 2700 | 612 | 609 | 643
A:90° ltkums

B: Savienotaja uzmava
C: Taisna caurule
D: 90° apalas-plakanas formas adapters

Izméri mm
| (E) |

A E F G | H
S izmérs 2600 | 547 | 451 | 389
M izmérs 2650 | 574 | 475 | 413
L izmérs 2700 | 612 | 515 | 453
A:90° ltkums

B: Savienotaja uzmava
C: Taisna caurule
D: Apalas-plakanas formas taisns adapters

Izméri mm

cook. create. inspire.

<
<

N
o
o
\4

4

NN N
(A) < 470 >
— l~
< } 616 > |
« 3 648 .
| |

U

A: Apalas-plakanas formas adapters

Izméri mm

: minimalais attalums no iedobes
griezuma I1dz sienai

: legrimes dzilums

: iegrime maks. 1

. 6505

: darbvirsmai, kura tiek ieblvéts
sildrinkis, jaiztur apm. 60 kg slodze,
ja nepiecieéams, ar atbilstosu
apakskonstrukciju palidzibu.

: Aizmuguréja siena jabat griezumam
vadu izvilkSanai. Precizu lielumu un
poziciju var skatit specifiskajos
raséjumos.

v
R >50
R5 i f
o
- I
?D 0|
796*! o
»>|
780*2
v
250
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Ziméjumi ar izmériem

[zméri (mm) |zméri (mm)
PriekSejais skats PriekSejais skats — bloka izgriezums
nevaditai recirkulacijai
(A) |
2T : J T
[ |
227 171 I,__i__j, _____ ——
L Y |- +i- 194
(S [ 4
“1440]
«— 227

A: Tiek savienots tieSi, aizmuguré

|zméri -
o sate, |zméri (mm)
250 490 —»] 3 iedi aréia ion3 . v s
e LS s Stoisslias (12 0.5 WmeCh. 2 Priek$g&jais skats

L3 [ més iesakam izmantot dal&ji vai pilnigi
171 10-80 il 227  novaditas recirkulacijas konfiguracijas. < 780 >
82} ¥ i ;
N

i e NN

50 (= 25) e 470 —»{ 11
- [

____________________

————————————————————
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