@ BOSCH

Serie GivlndUkCijSka kuhalna plogéa, « DirectSelect: neposreden in enostaven izbor Zelenega kuhalis¢a,
60 cm, Crna, povrSinska montaza stopnje moti in dodatnih funkcij.

brez Okvirja « PerfectFry: za popolno zapekanje pecenih jedi po zaslugi
PIE651FC1E senzorskega nadzora s Stirimi stopnjami moci.

- PowerBoost: do 35 % hitrejSe segrevanje na vasi indukcijski kuhalni
ploséi v primerjavi z najvisjo stopnjo.

- ReStart: ponastavi nastavitve kuhalne plosce za stiri sekunde v
primeru nenamernega izklopa kuhalne plosce.

- Casovnik s funkcijo izklopa: izklopi dodeljeno kuhalis¢e po
nastavljenem casu.

Tehni¢ni podatki
Vrsta izdelKa: .....eeeeieeeeeeeiiiiiiiiiiiicceeee e Kuhalis¢e steklokeramika
Tip KONSEIUKCIE: vivviiieeiiiiie e Vgrajeni
Vir energije: ....cccceeees Elektricna plosca
Stevilo kuhali$&: ...oovevevriinnn
Dimenzije nide (VXSxG): ..
 soscH SiriNa: coeeeeeeeeeeeeeeeenn,
i Dimenzije aparata: ..........

Mere embaliranega izdelka:

.51 x 560-560 x 490-500 mm

Neto masa: ....c.eeeeeevunneeennnns
W Bruto masa: ......coeeeevenneennn
> '@' Signalizacija preostale toplote: ........cccceeeeeeeee

Directselect Perfectfry Restan Lokacija kontrolne plosce: ................ Spredaj
Osnovni material zunanje povrsine pecice: ................. Steklokeramika
BAIVA POVIEJA ovevieeeeieeeeeeeeeeee et eee e Crna
Dolzina prikljué¢nega kabla: .......cccccceeiiiniiiiiiiiiiiiiiiiiine 110.0 cm
EAN koda: ...... .4242002848846
Posebni dodatni pribor NAPETOSE: einiiiieiii e e e 220-240 V
(R A=Y A VZ=1 1 (o C TN 60; 50 Hz

HEZ32WAOO Brezzi¢ni termometer za hrano
HEZ390090 Vok za steklokeramicne plosce
7990230 Poner 921 om TR
HEZ390230 Ponev @ 21 cm

4 242002 848846
HEZ9ES100 :
HEZ9FE280 :
HEZ9SE030 Komplet posode za indukcijo 2+1

HEZ9SE040 Komplet posode za indukcijo 3+1
HEZ9SE060 Komplet posode za indukcijo 4+2
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Serie 6, Indukcijska kuhalna ploséa,
60 cm, Crna, povrsinska montaza

brez okvirja
PIE651FC1E
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Dimenzije v mm
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measurements in mm

A: Minimum distance from the hob cut-out
to the wall.

B: Recessed depth

C: The clearance between the surface of
the worktop and the top of the front
of the oven must be 30 mm. See space
requirements for the oven.

The worktop into which the hob is installed
must withstand loads of approx. 60 kg;
suitable substructures must be used

if required.
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Predvideti je treba
prezraCevalno rezo.

Dimenzije v mm

Predvideti je treba prezracevalno rezo

Dimenzije v mm
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