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Features

Technical data

Typology : Traditional
Approval certificates : CE, NEMKO
Length electrical supply cord (cm) : 130
Required niche size for installation (HxWxD) : 299mm x
1170. Omm x 426mm
Net weight (kg) : 15.530
: Electronic
AR R (m3/h) 602
Boost position output recirculating (m3/h) : 560.0
Boost position air extraction (m*/h) : 780
Number of lights : 4
WEFRALSH (dB) : 65
Diameter of air outlet (mm) : 150
Grease filter material : Washable aluminium
Odour filter : No
Delay Shut off modes : 10M
Optional accessories : LZ56200, LZ56700
Type of lamps used : LED
Total power of the lamps (W) : 10
Grease filter type : Kassette
Clean filter reminders : Electronic
Connection Rating (W) : 285
: 10
HEE (V) @ 220-230
Frequency (Hz) : 50
Plug type : Gardy plug w/ earthing
Material body : Stainless steel
Approval certificates : CE, NEMKO
Plug type : Gardy plug w/ earthing
Dimensions of the product, with chimney (if exists) (in) : / x
X
Dimensions of the packed product (in) : 14.96 x 23.22 x 53.54
Net weight (lbs) : 34
Gross weight (lbs) : 54
Motor location : Integrated motor in hood body
No-return airflow flap : No
Length electrical supply cord (cm) : 130
Dimensions of the product, with chimney (if exists) (mm) : 299
x 1200.0 x 450.0
Dimensions of the packed product (HxWxD) (mm) : 380 x 590 x
1360
Net weight (kg) : 15.530
Gross weight (kg) : 24.6
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